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Abstract — The recent emergence of acoustic metamaterials presents unparalleled possibilities for sound
control across diverse scenarios. However, achieving both sound absorption and unrestricted airflow concur-
rently in a one-dimensional scenario poses a challenge. Most available acoustic metamaterials are designed
in 2D or 3D, and in these configurations, a large portion of noise is reflected back. The key challenge,
therefore, is how to allow maximum air to pass through the structure, make it tunable and noise be effec-
tively damped within it. To address this, we propose four different types of configurations as KF (Kink
Fiber), YAM (“Y” Type kink Fiber), CDAM (Converging Diverging Kink Fiber), and IRAM (Internal Res-
onator Kink Fiber, a unique one-dimensional design that simultaneously overcomes both challenges. The
design subwavelength (7 cm) one-dimensional acoustic meta-structured blanket, demonstrating broadband
sound absorption bandwidth of one octave with 0.5-0.9 absorption within the 500-1600 Hz range. In this
study, we theoretically (through transfer matrix method), numerically (through FEM), and experimentally
(through Impedance tube method) have showcased that this challenge can be surmounted by employing
various configurations of kink fiber-based metamaterials. Following the concept developed in this article
there have been efforts to develop blankets using hand lay-up method which can be deployed in real-world
setup based on one-dimensional acoustic damping concept introduced in this work.

Keywords. Metamaterial, Noise shielding, Transfer matrix method, Kink fibers, Acoustic ventilation,
One-dimensional

1 Introduction

Due to a rapid growth in the urban population, urban
noise has become a significant environmental aspect that
has a huge negative impact on individual’s health. This
has led to the rise of the demand for more structures
with internal air circulation capability serving the dual
purpose of ventilation as well as noise dissipation in sec-
tors like building spaces, transportation, halls and other
suitable places etc. with moderated acoustics. A range
of conventional sound-absorbing materials that are effec-
tive in reducing mid- and higher-frequency noise are fre-
quently deployed to lessen its impact on human health,
although a reduction of low/mid-frequency noise is a very
challenging engineering aspect. Many ventilated metama-
terials with significant noise attenuation levels have been
proposed by researchers although the main drawback in
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a vast majority of the systems is that they reflect most
of the incident sound waves. Achieving broadband sound
absorption with one-dimensional ventilated metamaterial
is quite an important and challenging area in acoustics
which may serve many applications.

Acoustic metamaterials have advanced rapidly over
the past 20 years in a variety of domains, including acous-
tic cloaking [1-4], subwavelength imaging [5, 6], topolog-
ical acoustics [7, 8], and sound insulation and absorption
[9-13], offering some of the unheard of means of con-
trolling sound wave propagation which has both theo-
retical and practical values [14, 15]. The prior art has
not involved the study related to free fluid flows through
metamaterial structures [16, 17], instead, people have
designed metamaterials with confined fluid flow. Another
significant issue in acoustic engineering is absorption
and insulation by ventilated meta-structures. This con-
cept has numerous potential applications in real-world
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(a) Fabrication process and materials use for designing one-dimensional ventilated metamaterial. (b) Proposed

acoustic ventilated panel. (¢) The schematic diagram of the air ventilation and sound absorber of ODVAM.

settings, including noise control for air conditioners,
cars, and building ducts etc. Acoustic metamaterials
[18-23], which are synthetic subwavelength unit struc-
tures have dynamical features not otherwise found in
nature that have been used to design acoustic insulation
ventilated channels (AIVC). Additionally, the vast major-
ity of acoustic metamaterials with air circulation devel-
oped and demonstrated during the past few years have
two-dimensional meta-surface geometries [24-30], and
in some cases even three-dimensional geometry [31-33].
Most of the sound is reflected back by these metamateri-
als and not all sound passes through these which is also
a fundamental flaw. Additionally, sound-insulating effec-
tiveness and ventilation capacities have always had to be
compromised when creating conventional acoustic barri-
ers [34-36]. To address all these issues the current work
reports one-dimensional ventilated acoustic metamate-
rial absorber (ODVAM). Moreover, the proposed design
features a fully axial airflow path that enables nearly
unobstructed ventilation. It also allows simpler tuning
through a kinking (converging—diverging) structure and
offers reduced fabrication complexity compared to 2D and
3D metasurfaces.

We present a ventilated metamaterial absorber
(ODVMA) that can absorb incident energy with great
efficiency (>80%) in the range of 800-1200Hz. The
ODVMA, as its name suggests, does not require any
reflectors, allowing fluids to flow in both directions. Addi-
tionally, the ODVMA can operate in both waveguides
and free space, opening up a multitude of operational
possibilities. We firstly propose a fabrication method to
realize the ventilated panel and then numerically (FEM),
theoretically and experimentally investigate the acous-
tic behavior and optimize the ventilation geometry of
the proposed metamaterial. As depicted in Figure la, we

show the fabrication method (Hand layup method) to
realize the ODVAM panel. The glass hollow tube array
is placed on the glass mat with interfacial adhesive in
“x” direction as shown in Figure la where the interlayer
gap is filled with the adhesive. This process is repeated

“y” direction with multiple layers of glass fiber mat
and hollow fiberglass insulation sleeves to get the venti-
lated panel as shown in Figure 1b. The hollow glass fiber
permits the flow of air passing through the absorber as
well absorbs the sound by creating an acoustic impedance
through the Helmholtz effect specially in kinked fibers as
shown in Figure lc.

2 ODVAM design strategy

In this work, we have proposed five different kinds of
hollow glass fiber tube unit cells to formulate the ODVAM
panels and then characterized them thoroughly. The geo-
metric parameters for the different configurations of the
ventilated panels are illustrated in Table 1 below. The
length of each tube is fixed at 7cm. The first sample (A)
is built entirely of glass mat, which restricts the panel’s
ability to ventilate freely. This can be used as a baseline
sample with no ventilation but a higher mass density. The
sample (B) made of the hollow straight fibers allow to flow
air freely although the density becomes a lot lesser due
to the higher degree of hollowness. Sample (C), (D), (E)
and (F) are fabricated with different kinking designs at
the center of the hollow and allow free air to flow through.
The kinking diameter of the unit cell (C), (D) and (E)
is fixed at around 0.5mm and for sample (F) is around
1 mm.

We have carried out the acoustic impedance tube test
on circular samples manufactured as per the impedance
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Table 1. Geometric parameter of the all the unit cell of the proposed ODVAM.

Sample No. Name of the unit Cell Design strategy of unit cell
The thickness of mat (t) =
(A) GMM (Glass Woven Mat) 0.2mm
f
(B) SHF (Straight Silicon Hollow Fiber) =
D=Imm
D=1mm D=0.5 mm D=1mm
(D) YAM (“Y” Type kink Fiber)
D2 and
DI1=2mm D=0.5 mm D3=Imm
(E) CDAM (Converging Diverging Kink Fiber)
D1=2mm D=0.5 mm
; > D1=D2=2mm
Internal straight
(F) IRAM (Internal Resonator Kink Fiber) resonator having
D= Imm (kinking
dia.=1mm)

tube standards ASTM-E1050-12 [37]. The diameter of
each sample is 100mm and length is 7cm. The differ-
ent arrays of kinking hollow fibers are fabricated by
using silicone coated fiberglass sleeves and the heat
shrink tubes making up for the kinked shapes between
two flanks of the omne-dimensional hollow structures.
The flank tubes are chosen diametrically up to differ-
ent values based on the different geometries. The shrunk
fits are made up of thermoplastic materials (Polyethy-
lene terephthalate (PET)) and they shrink as they are
exposed to heat. Shrinking temperature is approximately
70°C (158 °F) — 190°C (374 °F) and density is approxi-
mately 1.38 g/cm?. The fabrication process of the sample
is shown in Figure 2a. In order to experimentally verify
the acoustic performance, the samples are fabricated as

shown in Figure 2b. The outer cylindrical case is fabri-
cated through 3D printing enabling the snug fitting of the
outer layer of the hollow tube bundles. The material used
is PLA and the printing of the bundle case is done with
an accuracy of 0.1 mm.

3 Theoretical, experimental, and numerical
modeling

It has been observed that the kink channels greatly
improve the sound absorption performance of the
structure, while retaining the open part to ensure the
air ventilation performance of the structures. The reso-
nance frequency of the channel’s length determines the
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Figure 2. (a) The sample fabrication hand layup method, the dimension of the kink dia. approximately di = 0.5 to 1 mm, L,
and Ly = 35 mm. (b) Created samples for acoustic impedance testing.

first-order resonance frequency of the structure, and has
the interrelationship [38], as shown in the equation (1).
The measured frequency consistently tends to be lower
than the theoretical calculation, suggesting that the pipe
exhibits an acoustic length somewhat longer than its
physical length. The extent of this lengthening is con-
tingent on the pipe’s radius. To address this discrepancy,
an additional corrective length is incorporated into the
formulation and is called end correction factor [35], as
shown in equation (2).

fi = C()/4LZ‘ (1)
L; =Ly +0.6D (as long as A > D). (2)

The equation (1) is valid for the unform cross section
open tube geometries, where ¢( is the speed of sound in
the air, L; is the effective length of the tube, Ly is the
total length of the tube, f; is the resonance frequency cor-
responding to the tube length and D is the diameter of
the uniform pipe. At resonant frequencies, thermal vis-
cous losses in the channels need to be considered. The
channel’s attenuation coefficient “o” is provided by (3),
(38]

1 Jw

~— 3
oo\ 200 ®)

where “w” is the angular frequency, “d” is the diameter
of the hollow pipe, “u” and “py” are the viscosity coef-
ficient and mass density of air, respectively. Resonance
causes a significant increase in the thermal viscous loss of
the acoustic wave energy inside the channels, and the cou-
pling of these two processes viz., resonant behavior and
the thermal and viscous losses, improve the structure’s

capacity to insulate sound.

3.1 The transfer matrix method (TMM)

The transfer matrix method (TMM) shows the rela-
tionship between the initial sound pressure ‘p’ and the
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Figure 3. Schematic diagram of hollow glass fiber.

volume flux V. Assuming that the wave flowing inside
the tube, as shown in Figure 3, is the plane wave and
according to the continuity boundary conditions of sound
pressure and velocity flux, we can get

ISR I T

where T is the system transfer matrix.
9eiKaL
T = ¢
T11 4 Tha/pe + pcTor + Too
T + %f‘ — pcla —Tho

T+ % + pcly + Too

(5)

(6)

The absorption coefficient can be calculated as
a=1—|R]*—|Trs|’ (7)

where Ky = ¢, Wave number.

The theoretical analysis of kinked hollow fibers is dis-
cussed in detail and calculation of the attenuation coef-
ficient made in Supplementary material [Note S1] and
the fundamental resonance frequency is ascertained. Over
time, it has been noted that thermo-viscous boundary
layer effects may have a major impact on the propaga-
tion of sound along small, channels having a rigid wall
surface. This gives the contained air a substantial acoustic
absorption effect in the audible frequency ranges.

Table 2 shows the physical properties of all the sam-
ples made into five differently arrayed unit cells. The
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Table 2. Physical properties of the all the test sample made of the proposed ODVAM.

Weight Weight penalty Packing
S No. Type of fiber of each  w.r.t. glass density (Sol?d Bandwidth (Hz)
arrangement sample  woven mat fiber volume/ (solid
(Kg) (% reduction) + void volume))
1 Glass woven mat  0.380 NA NA 500-700 Hz
fiber (GWM) 09 <a<0.92
2 Straight glass 0.340 10.52% 0.65 1000-1200 Hz
fiber (SHF) 0.78 < a<0.8
3 Kink glass 0.325 14.47% 0.60 900-1100 Hz
fiber 0.82 < a < 0.88
4 YAM fiber 0.355 6.57% 0.56 1000-1400 Hz
0.7 < a<0.79
5 CDAM fiber 0.330 13.15% 0.49 800-1000 Hz
0.8 <a<0.88
6 IRAM 0.365 3.9% 0.68 700-950 Hz
09 <a<0.95

weight of each sample, weight penalty imposed, the pack-
ing density and the corresponding frequency bandwidth
which maximizes the sound absorption coefficient are
shown in Table 2. The weight of all samples is kept
nearly equal to that of the pure glass woven mat sam-
ples (GWM). The weight reduction of the sample as com-
pared to GWM ranges from 3.9~14.47%. The highest
weight reduction is in the KFAM and the lowest is that
in the IRAM. The open area for the ventilation is var-
ied 49~68% as compared to GWM, which is sufficient for
the air circulation throughout the sample. The highest
ventilation is in SFAM and lowest is in the IRAM. The
sample volume of each sample is around 501 411.83 mm?3.
The benchmark sample in our case is the straight hollow
fiber-based mat, which report a density of 678 kg/m? and
where the number of fibers is around 9000 and the total
void volume is around 494 800.84 mm?.

We first use ANSYS 2021 R1, Howard and Cazzolato
[39] acoustic module to analyze the acoustic performance
of the ODVAM. The setup details of the FEM simula-
tions are shown in the supplementary section [Note S2].
To assess the acoustic performance of the meta-structures
in the frequency domain (0-1600Hz), a typical inbuilt
pressure acoustic module is chosen. We take the single
hollow fiber for the FEM simulation for study the acous-
tical properties of proposed different hollow fibers based
one-dimensional ventilated metamaterial structures. The
frictional resistance at the boundary between the air and
the walls particularly on the kink walls causes most of
the sound energy to dissipate. Figure 4(a—d) shows a
matching experimental data in addition to the numeri-
cal simulation. According to ASTM E1050-12 standard,
the acoustic absorption coefficient is measured in the tests
using the standard B&K type-4206T impedance tube sys-
tem is shown in the supplementary section [Note S3].
The experimentally measured absorption peak exhibits
excellent agreement with the predictions of the simula-
tions and theoretical proposed method. Simulation results

show narrow and lower band as compared to experimen-
tal results because of the FEM simulation is performed
generally in ideal condition. The differences occur due
to attributed to the presence of the glass mat and the
packing factor. In our case we took single fiber for do the
FEM simulation and for the experiment, a circular sample
(approx. 100 mm dia.) by using single fiber. To prepare
the sample, we employed a glass mat on which a single
kink fiber was positioned and rolled in a circular manner.
Additionally, other factors like manufacturing limitations
and the overall surface roughness of the hollow glass fibers
and glass mats shows additional losses, resulting in the
widening of the absorption spectrum.

4 Results and discussion

Figure 4a shows the influence of kinking of hollow
glass fiber on the acoustic performance of the metama-
terials. Its shows that the absorption signature of the
glass mat, hollow straight fiber and the kink fiber hav-
ing the same length keep possessing a right shift in
peak frequencies and that too for over different frequency
ranges. The numerical simulation (Johnson—-Champoux—
Allard method) at the resonance frequency of glass mat
exhibits a slightly higher value compared to the experi-
mental results, attributed to the ideal conditions assumed
in the FEM simulation. Notably, the simulation does not
account for the effects of packing of the glass woven mat.
The glass mat shows excellent relative sound absorption
(higher than 50% over a wide frequency range) at fre-
quencies 300-1600 Hz although it has a higher density
and hinders the flow of air given the fully packed struc-
ture. Moreover, it also limits the application pertaining
to air circulation which may be needed in a real-life sce-
nario. For providing a defined path for air flow and get-
ting maximum incident sound go through the structure
which is otherwise not possible in 2D and 3D structures
we have evaluated straight hollow fibers by kinking them
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Figure 4. Sound absorption spectrum of experimental and numerical simulation of the four different sample with respect to
frequency. (a) GWM, SHF and KF sample absorption spectrum. (b) YAM sound absorption spectrum signature. (c) CDAM
metamaterials absorption spectrum signature. (d) IRAM metamaterials sound absorption spectrum signature.

at their center (lengthwise). The absorption signature
of the hollow straight tube and kinked tube are shown
in Figure 4a. The results show that the highest maxi-
mum sound absorption around 0.87, occurs at 1100 Hz
in straight hollow fiber, but after incorporating a kink
at the center, the absorption peak shifts towards the
left and the new peak is achieved around 970 Hz. The
% change of the shifting peak is calculated as 11.82%,
[% shift = % x 100]. The absorption signature
of another design within the shape of “Y” and the kink
at the center is reported in the Figure 4b. There is no
absorption peak shift as compared to the straight fiber as
proposed in Table 1 in this geometry. The straight fiber
has the diameter of 1 mm, and the “Y” type has the max-
imum diameter is 2 mm. But changing the larger diame-
ter to 3 mm prompts the absorption peak to shift towards
the left and it comes down by around 9%. The absorp-
tion signature (numerical and experimental) of CDAM
design is reported in Table 1 [sample (E), shown in
Fig. 4c]. The maximum sound absorption that is achieved
at 900 Hz is 87%. The shifting of sound absorption peak
is recorded to be around 18.18% and the sound absorp-
tion coefficient is higher than that of a straight hollow
fiber. The last design is the IRAM as shown in Table 1,

sample (f) and this is based on internal open resonator
with a kinking point around the center (lengthwise). This
geometry can be tuned as per the requirement in the
range of 750-900 Hz without changing its height. The
absorption spectrum of the IRAM sample is shown in
Figure 4d. The sound absorption is higher than all the
samples and it is more the 91%. The shifting of the reso-
nance peak happens by 27%. as compared to straight hol-
low fibers. The detail physical configuration and dimen-
sions of this geometry are illustrated in Figure 5.
Figures 5a and 5c¢ shows the schematic view of the
unit IRAM cell, in which the internal resonators are
clearly seen. The Figure 5b shows the cad model and
the real unit cell of the IRAM sample. To demonstrate
the notion, a thorough pilot simulation (FEM) using
several geometrical parametric sweeps is carried out to
establish the parametric range of each variable for the
desired frequency range (0-1600 Hz). Figure 6a shows the
corresponding sound absorption spectrum with internal
pipe resonators ranging in length from 10~60 mm while
maintaining a fixed main kink at the end of the length
70mm. As we increase the internal resonators length
(I = I3 + lstraignt + l2), the sound absorption peak begins
to move to the left while also becoming lower in overall



S.K. Singh et al.: Acta Acustica 2026, 10, 43 7

ANSYS

2021
ACADEMIC

(b)
[ .|
« 1 =35mm >
}‘ LT =70mm o

(d)

S3 S1
S3 S, [
[/
Incident wave \ c \ outgoing wave i / /
— e v - I
Sz / lstraialu S;

Sudden Contraction Sudden Expansion
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(d) Detailed view of IRAM.

sound absorption efficiency (look at the lowering absorp-
tion coefficient), as seen in Figure 6a. Around 830 Hz,
with [ = 20mm, the maximum amount of sound that
is absorbed, shows a absorption coefficient of 90%. The
sound absorption coefficient of the two extreme cases, one
at [ = 10mm is around 87% at 850 Hz and second case
when | = 60 mm, the absorption coefficient is around 82%
at 750 Hz. As can be observed that as 5 is inversely pro-
portional to the natural frequencies meaning thereby that
as the length of the internal resonator increases the res-
onance frequency may shift to the left. Figure 6b shows
the influence of the IRAM total resonators length (Lr)
on the overall sound absorption signature of the proposed
structure. As the length of the kink resonators increase
the absorption peak start shifting left. The resonance
peak shifts by around 25%, when the length shifts from
70~100 mm.

After a comprehensive comparison of all the pro-
posed designs with the SHF configuration, each design
was evaluated individually, and its advantages over SHF
were systematically discussed. The tuning capability
of the proposed designs was also analyzed in detail.
Now, Figure 7 presents the experimental (impedance
tube) sound absorption characteristics of SHM, KF,
YAM, CDAM, and IRAM. Among these, IRAM demon-
strates superior broadband sound absorption perfor-
mance, achieving a sound absorption coefficient greater
than 0.5 over the frequency range of 500 Hz to 1600 Hz,
compared to the other proposed designs. It is further
observed that introducing kinks in the hollow fiber
shifts the sound absorption signature toward the lower
frequency range while simultaneously enabling airflow

through the structure. Specifically, the peak resonance of
IRAM occurs at 800 Hz, whereas SHM exhibits its peak at
1100 Hz. This indicates that kinking the straight hollow
fiber results in a left side shift of the acoustic absorption
peak by more than 27%, without altering the fiber length.

5 Analysis of ventilation characteristics

GMM exhibits no ventilation, whereas SHF features
100% ventilation. The remaining four samples showcase
almost complete airflow (nearly 100%) air flow through
the structure with minimal reflection as shown in Table 3.
In order to demonstrate the efficacy of the proposed mod-
els, it is crucial to not only assess their acoustic perfor-
mance but also to incorporate CFD simulations. These
simulations provide analyzing essential parameters such
as pressure drop and velocity to further validate their
effectiveness.

To analyzing airflow performance of the venti-
lated one-dimensional structure, a Computational fluid
dynamic (CFD), ANSYS workbench module was used.
A pressure of 110kPa (Pam = 101.32kPa) pressure
was used at one end of the fiber, while the opposite
end was subjected to the gauge pressure OkPa pres-
sure and then performed the FEM simulation. The pres-
sure and velocity variation across the fiber as shown in
Figures 8a and 8b. Based on the results, it becomes evi-
dent that as the velocity increases, there is a correspond-
ing rise in pressure drop. Contour plots of ODAMs show
in Figures 8c, how the air flow inside the fibers. All con-
tour plots depict the inlet pressure of 110 kPa and corre-
sponding velocities variations [40, 41]. The straight fiber
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Table 3. Ventilation characteristics of the all-unit cell of the proposed ODVAM.

Ventilation (A4;/Ao) x 100%

Sample No.  Name of the unit Cell (A; inlet area and Ag outlet area of the unit fiber)

(A) Glass woven mat fiber (GWM) 0

(B) Straight hallow glass fiber (SHF) 100
(©) Kink glass fiber 100
(D) YAM fiber 100
(E) CDAM Fiber 25
(F) IRAM 25
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and YAM fiber exhibited positive pressure drops, whereas
the other fibers demonstrated negative pressure drops
at the kinking point, resulting in enhanced absorption
coefficient.

6 Conclusions

In conclusion, we have numerically, theoretically, and
experimentally verified a one-dimensional acoustic ven-
tilated metastructure bundle that exhibits robust broad-
band sound absorption in the low- to mid-frequency range
(500-1600Hz). The sound absorption peak shift differs
across different fiber types when compared to the straight
hollow fiber. Specifically, the kinking fiber shows a 11.82%
shift, Y type fiber exhibits a 9% shift, CDAM fiber expe-
riences an 18.18% shift, and IRAM fiber demonstrates
a 27% shift. According to the experimental findings,
a higher relative bandwidth results in almost complete
sound absorption. It has also been demonstrated that by
altering the various geometrical parameters, the acous-
tical performance of the suggested metastructure design
may be customized over a broad frequency range. Addi-
tionally, high absorptive behavior over broadband fre-
quency range is accomplished by kinking the fiber and
then shifting the kink lengthwise to arrive at several dif-
ferent scenarios. The configuration of coupling between
the flants and shirring in the in between interconnect also
leads to a broadband winde ranging behavior. The sug-
gested concepts show their utility in engine shielding and
architectural acoustics, both of which demand vented air
flow with good noise-isolating capabilities. Finally, our
suggested plan work well for low- to mid-range acoustic
frequencies in small spaces that need adequate ventilation
and very little sound refraction.
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