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Abstract – Active control is a highly effective method for mitigating low-frequency noise transmission.
To address the coupling effect and practical implementation challenges associated with conventional active
control methods, a specific strategy for active control of noise transmission is developed. By leveraging an
intuitive representation of transmitted sound power through force radiation modes, the control forces are
designed such that the total excitation force vector becomes orthogonal to each dominant force radiation
mode. Detailed theoretical development and case studies are presented. The research results indicate that
decoupled control of transmitted sound power corresponding to each force radiation mode can be achieved,
and excellent control outcomes can be obtained in both oblique incident and diffuse field applications.
Further investigations reveal that the noise transmission can be effectively reduced, while the total vibration
attenuation on the plate may not be assured, which depends on the relationship that exists between
dominant force radiation modes and corresponding structural modes.
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1 Introduction

Contemporary high-end equipment is increasingly
characterized by high speed, heavy loads, lightweight
construction, and operation in extreme environments,
which brings more serious structural vibration and noise
problems. In particular, the effective mitigation of low-
frequency noise transmission is an urgent problem to be
solved.

According to the mass law of sound insulation, struc-
tures with high transmission loss are characterized by
a high surface density, which can result in excessive
weight, especially in the low-frequency region. Due to
the demand for lightweight design and low cost, alter-
native approaches are considered in practice. Beyond
widely adopted damping material installation, topology
optimization, and composite structure design methods,
several researchers have investigated the attachment of
discrete rigid masses to plates [1], demonstrating that
this approach can yield greater transmission loss than
a simple uniform mass increase. The use of dynamic
vibration absorbers attached to a primary structure to
improve the noise insulation has also been widely inves-
tigated [2–4]. In these studies, various types of dynamic
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vibration absorbers have been proposed, with their reso-
nance frequencies tuned to specific target frequencies to
suppress structural vibrations and, consequently, reduce
sound transmission. In recent years, advances in acoustic
metamaterial theory have further enabled the develop-
ment of actively tunable acoustic metamaterials, which
have also been employed to improve sound transmission
loss [5, 6].

Active structural acoustic control (ASAC) is an effec-
tive acoustic control method that has minimal influ-
ence on the physical characteristics of the controlled
structure, offering a significant advantage in achieving
a satisfactory control effect in the low-frequency region.
Therefore, studies and solutions on sound insulation with
ASAC have been increasingly predominant. An analytical
and experimental investigation of active control of sound
transmission through double-panel systems was con-
ducted by Carneal using the ASAC method [7]. Maamoun
proposed a novel ASAC strategy for transparent-patched
vibrating plates, achieving enhanced noise reduction and
offering new insights into how actuator configuration
influences acoustic performance [8]. Leveraging the prin-
ciple that structural vibration can be decoupled from
acoustic radiation, numerous researchers have extensively
explored ASAC approaches based on Acoustic Radiation
Modes (ARMs), yielding many significant and construc-
tive results [9–11].

This is an Open Access article distributed under the terms of the Creative Commons Attribution License (https://creativecommons.org/licenses/by/4.0),

which permits unrestricted use, distribution, and reproduction in any medium, provided the original work is properly cited.

https://www.edpsciences.org
https://doi.org/10.1051/aacus/2026043
https://acta-acustica.edpsciences.org
https://orcid.org/0000-0003-1287-8112
mailto:maorfu@163.com; 345619197@qq.com
https://creativecommons.org/licenses/by/4.0


2 R. Mao et al.: Acta Acustica 2026, 10, 49

From the perspective of control objectives, existing
ASAC research can be broadly classified into two cat-
egories: structural mode (SM)-based control and ARM-
based control. In SM-based ASAC methods, noise reduc-
tion is not guaranteed due to the inherent coupling
between structural modes and radiated sound power. In
contrast, ARM-based approaches enable decoupled con-
trol of radiated acoustic power; however, they do not
provide an intuitive means to determine the spatial dis-
tribution of the required control forces, which presents
practical challenges for implementation.

Yamaguchi [12, 13] introduced a structural admit-
tance matrix to extend the concept of ARM to Force
Radiation Mode (FRM), asserting that the FRM method
provides the most effective framework for analyzing
the relationship between excitation force distribution
and radiated sound power. Based on this approach, Ji
employed FRMs to investigate the influence of excitation
forces on structural sound radiation and to inform the
design of low-noise structures [14, 15]. Since the radi-
ated sound power is expressed by the excitation force
as the variable, FRMs offer a more intuitive representa-
tion of the relationship between the excitation force and
the transmitted sound power, facilitating the determina-
tion of control force distribution requirements in ASAC.
Building upon these merits, the authors previously intro-
duced FRMs into ASAC for acoustic radiation problems
[16]. In this paper, the FRM framework is extended to
the domain of noise transmission, and a specific active
control strategy is developed, which is implemented and
evaluated through rigorous case studies.

2 Theoretical development

2.1 Concept of force radiation mode

Consider an arbitrary vibrator structure immerged
in homogeneous fluid with sound velocity c0 and den-
sity ρ0, and the structure vibrates harmonically and cre-
ates reflected and transmitted sound waves in the upper
and lower half-spaces at frequency ω, respectively. The
vibrating surface is discretized into N elements, and all
distributed acoustical quantities are represented by cor-
responding samplings at the centers of each discretized
element.

The surface pressure vector p can be expressed by the
normal velocity vector vn (ejωt is assumed for a simple
form)

p = ZSvn = (R′ + jX′) Svn, (1)

where, j =
√
−1, p and vn are (N × 1) vectors of surface

pressure and normal velocity on the discretized vibrating
boundary surface, respectively, S is an (N ×N) diagonal
matrix with area of the i-th element si(i = 1, 2, . . . , N) in
the diagonal position, Z is an (N ×N) impedance matrix
of the vibrating structure surface with real part matrix
R′ and imaginary part matrix X′, and it is always derived

by the Boundary Element Method (BEM) procedure and
other numerical methods.

The transmitted sound power Wt can be obtained by
surface pressure p and normal velocity vn

Wt =
1
4
[
pT Sv∗n + pHSvn

]
, (2)

where, superscript “*”, “T” and “H” denote conjugate
transpose and conjugate transpose operator respectively.

Substituting equation (1) into equation (2), the trans-
mitted sound power Wt can be obtained as

Wt =
1
2
vH
n SR′Svn = vH

n Rvn, (3)

where R = SR′S
2 which is an (N × N), real symmetric

matrix. For the plate radiators in a baffle, this radiation
matrix can be calculated analytically,

R =
k2ρ0 c0

4π
(4)

×


s1s1

s1s2 sin kr12
kr12

· · · s1sN sin kr1N

kr1N

s2s1 sin kr21
kr21

s2s2 · · · s2sN sin kr2N

kr2N

· · · · · · · · · · · ·
sN s1 sin krN1

krN1

sN s2 sin krN2
krN2

· · · sNsN


in which rmn is the distance from element m to element
n, and k = ω

c0
is the wave number.

The relationship between the normal velocity vn and
the excitation force vector F can be expressed as

vn = QF, (5)

where Q is the (N×N) structural admittance matrix, by
which the structural-acoustic interaction can be counted
comprehensively. According to the modal analysis theory,
the matrix Q of the plate vibrating in the air can be
expressed by approximately

Q(m,n) = jω

∞∑
i=1

Φi(m)Φi(n)
mi (ω2

i (1 + jηi)− ω2)
(6)

where Φi is the mode shape vector, mi is the modal mass,
ωi and ηi are the modal frequency and damping loss fac-
tor, respectively. The subscript i denotes the mode order
number.

Substituting equation (5) into equation (3), the trans-
mitted sound power Wt can be rewritten as

Wt = FHQHRQF = FHTF, (7)

where T = QHRQ, which is an (N × N) Hermitian
matrix. From the physical definition of the acoustic power
Wt in equation (7), it can be deduced that Wt > 0 will
always be true except when the excitation force vector
equals 0. Therefore, T is positive definite and Hermitian,
and it can be expressed by the eigenvalue decomposition
as

T = DADH , (8)
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Figure 1. Illustration of the incidence wave and coordinates.

where A is a diagonal matrix with eigenvalues λi(i =
1, 2, . . . , N) decreasing monotonically along the diagonal,
D represents an (N×N) matrix whose columns are eigen-
vectors di(i = 1, 2, . . . , N). Since T is positive definite
and Hermitian, all of its eigenvalues λi are positive real,
and its eigenvectors di are orthogonal to each other. Each
eigenvector di represents a particular excitation force pat-
tern on the vibrating surface, so it’s termed as Force
Radiation Mode specifically.

From equation (7), the matrix T depends on Q and
R. By the definition, Q is related to the stiffness matrix
and mass matrix of the structure, while R is related to
the geometry of the vibrating surface and excitation fre-
quency. Therefore, FRMs are not only dependent on the
geometry and excitation frequency but also on the mate-
rial properties and boundary conditions of the flexible
structure.

2.2 Transmitted noise and transmission loss

For the noise transmission problem, as illustrated in
Figure 1, assume an oblique plane sound wave pinc varying
harmonically is incident upon the structure with elevation
angle θi and azimuth angle ∅i, and the amplitude P0

pinc(x, y, z) = P0e
−j(kxx+kyy+kzz), (9)

where kx = k0 sin θi cos ∅i, ky = k0 sin θi sin ∅i, kz =
k0 cos θi, and k0 = ω/c0.

Substituting equation (8) into equation (7), the trans-
mitted sound power Wt becomes

Wt = FHDADHF = yAyH =
N∑

i=1

λi |yi|2, (10)

where y = FHD, which is the amplitude coefficient vec-
tor of FRM, and the excitation force vector F can be
determined by

F = Spb, (11)

where pb is the blocked pressure vector with each element
equals 2pinc [3, 17].

As can be seen from equation (10), the total transmit-
ted sound power is the sum of corresponding components

of each order of FRM, and there is no coupling behav-
ior between each FRM. Therefore, the transmitted sound
power can be decoupled and controlled effectively via the
independent FRMs.

The power that is incident on the structure is given
by

Wi =
∫∫

P 2
0 cos(θi)/(2ρ0c0) dS. (12)

Finally, the transmission loss TL can be obtained by
the oblique sound power transmission coefficient τ(θi, ∅i)

TL = 10 log10 (1/τ(θi, ∅i)) = 10 log10 (Wi/Wt) . (13)

2.3 Strategy of active control

For active control of noise transmission, supposing the
total excitation force distribution on the flexible struc-
ture is composed of an oblique plane sound wave pinc and
secondary control forces Fs

F = Spb + Fs. (14)

It can be seen from the observation of equation (10)
that perfect control can be obtained if the FRM ampli-
tude coefficient vector y can be set to 0. To satisfy this
condition, an intuitive active control principle can be
formed, on which the total excitation force vector F is
orthogonal to each dominant FRM by assigning a certain
secondary control force distribution. In practical applica-
tions, since the first several eigenvalues in equation (10)
are far larger than others, the transmitted sound power
would mainly be contributed by the corresponding dom-
inant FRMs, and the amplitude coefficient vector y can
be expressed approximately by

y ≈ (Spb + Fs)H [d1 . . . dk] , (15)

where d1, . . . ,dk are the first k dominant FRMs.
If the amplitude of y in equation (15) is driven to 0,

the desired secondary control forces Fs can be expressed
as

Fs = −
(
Dk

H
)+

Dk
HSpb, (16)

where Dk = [d1 . . . dk], and superscript “+” denotes
pseudo inverse operator. Note that eigenvectors di are
orthogonal to each other, the matrix Dk is an orthonor-
mal matrix, and its condition number is 1. In prac-
tice, equation (16) can be solved by an adaptive control
algorithm.

Therefore, a strategy of active control based on FRM
theory is summarized as follows:

(1) Discretize the vibrating surface of the flexible struc-
ture, and perform the eigenvalue decomposition
according to equation (8) to obtain eigenvectors and
eigenvalues.
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Table 1. Key parameters of the plate.

Item Value Unit

Density ρ 2700 kg/m3

Young’s modulus E 70 GPa
Poisson’s ratio ν 0.33 /
Loss factor η 0.004 /
Width Lx 0.38 m
Length Ly 0.15 m
Thickness h 0.81 mm

(2) Determine the first k dominant FRMs by a certain
criterion, e.g., λi/λ1 > 0.01.

(3) Calculate amplitude coefficients of the dominant
FRMs.

(4) Set the square sum of amplitude coefficients as the
control objective function.

(5) Arrange secondary control forces according to the dis-
cretized grids, and adjust them to minimize the objec-
tive function in equation (15) by direct matrix calcu-
lation using equation (16) or an alternative adaptive
control algorithm.

3 Case studies

Consider an acoustic plane wave incident on a rect-
angular plate as shown in Figure 1. The density of the
air medium ρ0 is 1.21 kg/m3, and the sound velocity c0 is
343 m/s. For the low-frequency noise transmission prob-
lem, the dimensions of the plate are comparable to the
large sound wavelengths, and the plate is modeled as sim-
ply supported in an infinite baffle. Key parameters of the
plate are listed in Table 1, and the first six structural
modal frequencies are shown in Table 2.

3.1 FRM calculations

According to the theoretical development described in
this paper, FRM calculations are performed at represen-
tative modal and non-modal frequencies. The amplitude
distributions of the first four FRMs at (1, 1), (1, 2), (2, 2)
modal frequencies and non-modal frequency of 390 Hz are
illustrated in Figures 2a–2d, respectively. It can be seen
that each order of FRM will change significantly at differ-
ent frequencies. At the modal frequencies of the plate, the
1st FRM exhibits high consistency with the correspond-
ing SM, and the higher-order FRMs resemble the SMs at
adjacent modal frequencies. However, at the non-modal
frequencies, the FRMs are not necessarily similar to the
SMs at the adjacent modal frequencies.

Figure 3 gives the first six eigenvalues of the plate
varying with frequency. As can be seen, after mathe-
matical eigenvalue decomposition, the eigenvalues cor-
responding to the 1st FRM are always the largest, and
exhibit peak values at each modal frequency. The eigen-
values corresponding to the higher-order FRMs decrease

with increasing order. At odd-odd modal frequencies,
the eigenvalues corresponding to the higher-order FRMs
decrease the most with increasing order, followed by odd-
even (even-odd) modal frequencies. Meanwhile, at even-
even and non-modal frequencies, the eigenvalues may
decrease much more slowly. The above results reveal that
it is sufficient to consider the contribution of the 1st or
a first few dominant FRMs in the active control at odd-
odd and odd-even (even-odd) modal frequencies, whereas
more FRMs may need to be considered at even-even and
non-modal frequencies.

3.2 Calculation of transmitted noise and transmission
loss

Assume an oblique plane wave is incident on the plate
at θi = 30◦ and ∅i = 45◦, and the oblique incidence trans-
mitted sound power Wt in equation (10) is estimated
by discretizing the structure surface. Since the estima-
tion accuracy is determined by the mesh size, the con-
vergence of estimation accuracy is checked first. To mea-
sure convergence of estimation accuracy, an error indica-
tor E is defined by equation (17), in which the reference
values W0(f) are calculated with a dense enough grid
41× 21.

E =

√√√√∑f |Wt(f)−W0(f)|2∑
f |W0(f)|2

× 100%. (17)

The plate is divided evenly into different mesh grids, as
shown in Table 3, and the error indicator E is calculated.
The convergence results in the resonance-controlled fre-
quency band 20 Hz–1000 Hz are illustrated in Figure 4,
which shows that the estimation accuracy is improved
gradually with a denser grid, and satisfactory conver-
gence to the reference values is observed. For a balance of
estimation accuracy and implementation efforts, a mesh
grid 17 × 9 is desirable for subsequent analysis of the
plate.

The accuracy validation of the transmitted sound
power estimation with the presented active control strat-
egy is then conducted. The oblique transmitted sound
power and transmission loss at θi = 30◦ and ∅i = 45◦

are calculated by the presented method via equation (10)
and by the analytic method [17]. Corresponding transmit-
ted sound power and transmission loss are compared in
Figures 5 and 6, respectively. As can be seen from the fig-
ures, the results estimated by the presented method coin-
cide well with those by the analytic method in general,
especially in the low-frequency band. However, a mod-
erate growing discrepancy trend is also observed with
increasing frequency, which is due to the fact that the
accuracy of the present method is restricted by the mesh
grid size more obviously at higher frequencies. Consider-
ing that active control problems of noise transmission in
practice mainly appear in the low-frequency region, the
accuracy of the presented method is deemed sufficient.
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Table 2. The first 6 structural modal frequencies.

Order (1, 1) (1, 2) (1, 3) (1, 4) (2, 1) (2, 2)

Modal frequency/Hz 101.8 142.9 211.5 307.6 365.9 407.1

Figure 2. The FRM amplitude distributions at typical frequencies.

3.3 Active control results

Without loss of generality, two active control imple-
mentations are conducted, in which the transmitted
sound contributed by the 1st FRM (termed as Control 1)
and the first two FRMs are controlled (termed as Con-
trol 2) respectively. In addition to the oblique transmis-
sion loss TL, insertion loss IL is also adopted as a control
effect indicator to demonstrate the performance of active
control, which is defined as

IL = TL− TL0, (18)

where TL0 is the oblique transmission loss without any
control.

The oblique transmission loss and insertion loss are
obtained with the presented strategy of active control,

and the results are shown in Figures 7 and 8. Detailed
results at typical resonant frequencies and non-resonant
frequency of 390 Hz are given in Table 4. As can be seen
from the results, control of the 1st FRM contributed
transmitted sound power in Control 1 can already achieve
satisfactory reduction results at low frequency region,
especially at the major resonant frequencies, e.g., the
insertion loss at the (1, 1) resonant frequency is up to
76.8 dB. When the first two FRMs are controlled in
Control 2, the reduction of transmitted sound power is
improved further over a wider frequency range, e.g., the
insertion loss at the (1, 2) order resonant frequency is
increased substantially from 2.6 dB to 63.1 dB. The obser-
vations are due to the fact that transmitted sound power
is mainly contributed by the first few dominant FRMs at
these frequencies.
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Figure 3. The eigenvalues corresponding to the first 6 FRMs.

Table 3. Mesh grid sizes.

No. S1 S2 S3 S4 S5

Grid sizes 9× 5 13× 7 17× 9 21× 11 25× 13

Figure 4. Estimation accuracy of different mesh grids.

The diffuse field behavior of the presented strategy of
active control is also investigated. The diffuse field on the
source side can be designed as a sum of Np uncorrelated
plane waves moving in random directions.

pinc,diff =
P0√
2Np

Np∑
n=1

e−j(kn,xx+kn,yy+kn,zz)ejΨn (19)

where kn,x = k0 sin θn cos ∅n, kn,y = k0 sin θn sin ∅n,
kn,z = k0 cos θn. The polar angles 0 ≤ θn ≤ π/2 and
0 ≤ ∅n ≤ 2π as well as the phase 0 ≤ Ψn ≤ 2π are
independent random numbers. The term 1/

√
2Np ensures

Figure 5. Comparison of the oblique transmitted sound
power (θi = 30◦, ∅i = 45◦).

Figure 6. Comparison of the oblique transmission loss (θi =
30◦, ∅i = 45◦).

that the designed field has a constant intensity for any
choice of Np.

By replacing the oblique incident field in equation (9)
with the diffuse field in equation (19), then the transmit-
ted sound power and transmission loss for the diffuse field
can be calculated with the present strategy. The results
for large enough Np = 500 are illustrated in Figure 9. It
can be found that the diffuse field transmission loss curves
resemble the above oblique results, except for slightly
lower overall values in the low-frequency region, indicat-
ing that excellent control outcomes can still be achieved
in diffuse field applications with the presented strategy of
active control.
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Figure 7. Results of the oblique transmission loss (θi =
30◦, ∅i = 45◦).

Figure 8. Results of the oblique insertion loss (θi = 30◦, ∅i =
45◦).

3.4 Implementation feasibility

The implementation feasibility of the presented con-
trol strategy is discussed through investigations of con-
trol performance and control force demand with grid size.
Four grids termed as G1–G4 are prepared with the same
9 grids in the y direction and 3, 5, 9, 17 grids respectively
in the x direction.

Firstly, the secondary control forces are arranged
according to the discretized grids G1–G4. To reveal the
control performance of the presented control strategy
with different arrangements clearly, the transmission loss
results of all arrangements are evaluated on the same
dense enough grid G4, then the insertion loss is calcu-
lated by using the transmission loss without active control
as the reference result TL0. The control performances of
Control 1 case and Control 2 case in low-frequency regions
are demonstrated in Figures 10a and 10b, respectively. It

Table 4. Insertion loss at typical frequencies.

Modal order/Frequency (1, 1) (1, 2) (1, 3) (1, 4) (2, 1) (2, 2) 390 Hz

IL/dB (Control 1) 76.8 2.6 26.6 3.9 3.9 16.7 17.8

IL/dB (Control 2) 85.6 63.1 57.1 36.0 25.8 0.1 23.8

Figure 9. Results of the diffuse field TL before and after
control.

can be observed that the oblique insertion loss of grid
G1 is not satisfactory due to insufficient control forces
(3 grids), and the results increase gradually with denser
grids G2–G4. Hence, it can be inferred that the influ-
ence of control force size on final control performance is
similar to the rule of velocity sampling for sound radia-
tion prediction [18], and the control force size is directly
determined by the FRM distribution in the low-frequency
region. By overall analysis of the results of G1–G4, the
sampling interval should be less than half of the geomet-
rical length of the FRM to guarantee reasonable control
performance. Meanwhile, it can be noted that the inser-
tion loss results are always positive except at two anti-
resonate frequencies (i.e., 204 Hz and 426 Hz that corre-
spond to transmission sound power dips in Fig. 5), which
means that additional transmission loss can be ensured
as the requirement of control force size is satisfied.

Moreover, the control effort is investigated, and it’s
represented by the amplitude ratio of the control force
to the incident plane sound wave. The max ratio results
of Control 1 case and Control 2 case are illustrated in
Figures 11a and 11b, respectively. It can be seen from
the results that the max control force amplitudes are
inversely proportional to the grid size generally, and the
control forces are all within the feasible range of actua-
tors. Therefore, the applicability of the presented strategy
can be ensured in essence.

4 Further investigations

To demonstrate the performance of the presented
strategy of active control more clearly, some active



8 R. Mao et al.: Acta Acustica 2026, 10, 49

Figure 10. Control performance of Control 1 and Control 2
with grid sizes.

control cases at typical modal and non-modal frequen-
cies in Table 4 are analyzed, and further investigations
are conducted.

First, the control case at the (1, 1) resonant frequency
was examined. As can be seen from the detailed results
in Table 4, a satisfactory control result can already be
obtained when the 1st FRM is controlled. The ampli-
tude comparison of FRMs and SMs before and after con-
trol is shown in Figure 12. Considering the fact that the
amplitude of the 1st FRM before control is the largest
one, as shown in Figure 12a, and its eigenvalue is much
higher than that of the higher order FRMs, as shown in
Figure 3. Thus, the 1st FRM is the dominant FRM in
this case [10]. It can be noted from Figure 12a that the
amplitude of the 1st FRM (dominant FRM) is reduced
significantly after control, while the amplitudes of higher
orders of FRMs remain almost unchanged. Therefore, the
transmitted sound power can be effectively attenuated
when the 1st FRM contributions are controlled. On the

Figure 11. Control effort of Control 1 and Control 2 with
grid sizes.

other hand, since the 1st FRM is similar to the SM near
the modal frequency, the amplitude of (1, 1) SM (con-
tributing the most to the vibration before control) is also
suppressed significantly, as shown in Figure 12b, while
the amplitudes of other SMs are still nearly unaltered.
Therefore, the vibration on the plate can also be well
controlled. This inference is confirmed by the vibration
velocity distributions on the plate illustrated in Figure 13.
It can be observed that the vibration velocity of the
plate is changed and drastically attenuated after control,
and the RMS value of the vibration velocity decreases
from 144.8 mm/s before control to 0.1 mm/s after control.
Based on the above results, it can be deduced that the
noise transmission and vibration of the plate can both
be attenuated effectively at resonant frequencies when
dominant FRMs are controlled with the presented strat-
egy, due to the similarity between dominant FRMs and
corresponding SMs.

Next, the control case at the non-modal frequency of
390 Hz is investigated. As can be seen from the results
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Figure 12. Comparison of amplitudes of FRMs and SMs at (1, 1) resonant frequency.

Figure 13. The vibration velocity distributions on the plate at (1, 1) resonate frequency.

Figure 14. Comparison of amplitudes of FRMs and SMs at 390 Hz.

in Table 4, the insertion loss is about 17.8 dB for Con-
trol 1 and 23.8 dB for Control 2. The amplitude compar-
ison of FRMs and SMs before and after control (Control
2) is shown in Figure 14. Similar to the above
analysis of the amplitudes of FRM and corresponding
eigenvalues, the first two FRMs are the dominant FRMs
in this case. As can be found in Figure 14a, the ampli-
tudes of the first two FRMs (dominant FRM) are reduced
significantly after control. However, the amplitudes of

SMs show different behaviors after control as shown in
Figure 14b, i.e., amplitudes of some SMs (e.g., (1, 1),
(1, 2), (1, 3) modes) are suppressed more or less, while
others (e.g., (2, 2), (3, 1) modes) become even larger by
contrary. Therefore, the total vibration on the plate may
not be attenuated subsequently, the reason is that dom-
inant FRMs are not necessarily similar to adjacent SMs
at non-modal frequencies. Final vibration velocity distri-
butions on the plate are shown in Figure 15. It’s seen
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Figure 15. The vibration velocity distributions on the plate at 390 Hz.

that the vibration distribution is also changed and the
level is even increased after control to a certain extent,
with the RMS value of the vibration velocity increased
from 0.37 mm/s before control to 0.62 mm/s after con-
trol. By integrating the above analysis, it can be inferred
that noise transmission of the plate can also be con-
trolled effectively when dominant FRMs are controlled,
while the total vibration attenuation on the plate may
not be assured yet at non-modal frequencies, due to
the complex relationship that exists between dominant
FRMs and corresponding SMs. It is worth mentioning
that in practical application, if the vibration amplifica-
tion is too obvious to result in other possible influences
such as structure strength and fatigue, remedies incorpo-
rating vibration constraints or employing multi-objective
optimization should be considered.

5 Conclusions

By virtue of the intuitive representation of the rela-
tionship between excitation force and transmitted sound
power, the FRM framework has been successfully applied
to the active control of noise transmission. The control
forces are configured to make the total excitation force
vector orthogonal to each dominant FRM, and a spe-
cific strategy for active control of noise transmission is
developed. The following conclusions are drawn from the
theoretical development and case studies:

(1) At the modal frequencies of the plate, the 1st FRM
exhibits high consistency with the corresponding
SM, and the higher-order FRMs show similar modal
shapes with the SMs at adjacent modal frequencies.
However, at the non-modal frequencies, the FRMs are
not necessarily similar to the SMs at the adjacent
modal frequencies.

(2) Decoupled control of transmitted sound power corre-
sponding to each FRM can be achieved, yielding excel-
lent performance in both oblique incident and diffuse
field applications. This greatly simplifies the control
system and enhances its effectiveness and robustness.

(3) Noise transmission can be effectively reduced, while
the total vibration attenuation on the plate may not
be assured, which depends on the relationship that
exists between dominant FRMs and corresponding
SMs.

The presented strategy is anticipated to significantly sim-
plify the control system and improve the control effect
of noise transmission in practical applications. Further
experimental validations will be conducted.
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