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Abstract — Over the past five decades, the understanding of the stick-slip behaviour of bowed-string
instruments has advanced through a combination of experimental work and physical modelling. A major
breakthrough occurred with the discovery of the role that thermal effects play in bow-string friction, and the
incorporation of these into models has led to significantly improved simulations. However, the best models
to date still struggle to accurately co-predict the steady-state and transient behaviour across the musically
relevant bowing parameter ranges. To contribute to addressing this long-standing problem, a new friction
force formulation is proposed that incorporates both elasto-plastic pre-sliding and thermal effects, as such
bridging two existing modelling approaches. Validation is carried out by comparing measured bridge force
signals to those obtained via simulation using a modally-expanded bowed-string model featuring torsional
motion and a finite-width bow. The results obtained with a specific steady bow velocity indicate that
the friction parameters can be set such that the model accurately predicts the minimum and maximum
bowing forces that sustain Helmholtz motion across a range of bow-bridge distances, while several further
measures also largely align with the experimental findings.
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1 Introduction derive a friction curve from measured bridge force tran-
o ) sients [9]. Concurrently, experimental evidence pointed
Bowed-string instruments have evolved over centuries, ¢ hysteresis occuring during stick-slip cycles, prompting

culminating in the various designs of today’s musical 5 radically different approach in which the coefficient of
scenes and practices. Their sound originates from the  friction depends on the contact temperature of the inter-
frictional interaction between the bow hairs and the  facial layer of rosin' instead of the sliding speed [8]. The
string, inducing string oscillations that are transferred to additional ingredient required is a heat-balance equation
and emitted by the instrument body. The understanding  that models the evolution of the contact temperature.
of the associated stick-slip behaviour was pioneered by  The “thermal model” proposed along this principle shows
Helmholtz [1] and Raman [2], and has steadily advanced 5y improved match with measurement compared to fric-

since. tion curve models, in both the Schelleng plane and the
A critical part of any bowed-string model is how the  Guettler plane [10-12].
friction force is defined. The earliest computer simula- The state of the art is to define the coefficient of fric-

tion efforts assumed that the string switches between two  tjon as a function of both sliding speed and contact tem-

diSti?Ct' states, slipping fmd s.ti§king, with the coeﬁficier}t perature [13, 14], thus featuring two state variables and
of friction decreasing with sliding speed [3-5], which in  jj that sense resembling so-called “rate-and-state mod-

other contexts is often referred to as the “Stribeck effect” els” [15]. In addition, this recently developed “enhanced
[6]. In a push to improve the predictive capability of such  thermal model” makes use of measured bridge force sig-
“friction curve models”, studies were undertaken to deter- nals to calibrate the size of the drop in relative velocity
mine a suitable mathematical expression for this depen-  quring the first slip. The main advantage over the origi-
dency, either by curve fitting to steady-sliding measure-  pa] thermal model is that it is far better at reproducing

ment data such as presented in [7, 8] or using theory to

! Rosin is the glassy material that the bow hairs are coated
*Corresponding author: m.vanwalstijn@qub.ac.uk with by players to impart the required interfacial friction.
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INITIAL TRANSIENT STEADY-STATE REGIME
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Figure 1. (a) Example initial transients of a bridge force
signal measured with a cello G string and a bow accelera-
tion of 0.1 m/s?. The values of the bowing force and relative
bow-bridge distance are f, = 4.1N, x,/L = 0.0456 (blue
line); fo = 5.2N, x/L = 0.0320 (green line); fr = 6.7TN,
zn/L = 0.0284 (red line). The grey-shaded region highlights
the first slip. (b) Zoom-in at the time of the first slip. The black
circles indicate the sampled-data points, which are spaced at
20 ps intervals. (¢) Waveform of the steady-state regime, dur-
ing which the bow velocity was held constant at v, = 0.1 m/s.
(d) Zoom-in of the slipping phase.

the rapid change of rate typically observed at the onset
of the first slip in bridge force signals when a relatively
large bowing force is applied. To illustrate the fast change
of rate, three example measured bridge force waveforms
are shown in Figure la. Doing a better job in getting the
first slip right was shown to result in improved simulation
of transients [13].

The mechanism by which the enhanced thermal
model is able to reproduce a fast change of rate in
the bridge waveform is related to how indeterminacy
can arise in modelling dry friction between rigid bodies
[16, 17]. In bowed-string dynamics this phenomenon can
be explained via graphical construction [18]. As a con-
sequence, the distinction between slipping and sticking
has to be explicitly managed. In contrast, with the orig-
inal thermal model stick-slip behaviour naturally arises
from the model equations, but reportedly the absence of
a Stribeck characteristic precludes accurate modelling of
the initial slip. Both the friction curve model and the
enhanced thermal model apply the hysteresis rule pro-
posed in [4] to resolve the indeterminacy. This is mani-
fested as an abrupt jump in the string velocity and as an
instantaneous change of rate in the bridge force signal.
Such a non-smooth systems approach can be argued to
be both reasonable and practical on the grounds that the
time scale of the velocity jump is small compared to the
shortest relevant period of oscillation. However, bridge

force signals sampled at a rate just sufficient to cover
the audio bandwidth typically feature a slightly rounded
corner at the start of the first slip, as clearly visible in
the zoom-in seen in Figure 1b. This raises the question
whether some of the transient detail (e.g. the timing of the
first slip) is affected by enforcing artifically steep velocity
jumps. Given that similarly rapid velocity jumps occur
during steady-state oscillation (e.g. Helmholtz motion as
shown in Fig. 1¢), implementing velocity abruptness may
potentially also influence what kind of oscillation regime
is sustained for a specific set of bowing parameters. It is
therefore of interest to note that evidence presented in
[19] reporting on experiments involving bowing a string
with a rosin-coated glass rod also points to the transi-
tion from sticking to sliding taking place over a short
but observable length of time. The explanation offered
in [19] is that shear deformation must be taking place
in the rosin layer. The significance of enforcing abrupt
velocity changes is difficult to assess a priori because a
bowed string is a highly nonlinear system displaying a
level of sensitive dependency that suggests it operates at
the edge of chaos [13, 20]. The implication is that there
may be merit in pursuing a complementary modelling
strategy that retains the dependence on sliding velocity
but resolves fast string velocity transitions in finite time.

Indeed one branch of bowed-string modelling has fol-
lowed such an approach [21-23], using the “elasto-plastic
friction model” proposed in [24, 25] that defines the
friction force on basis of a bristle analogy, and inher-
ently incoporates pre-sliding and hysteresis. The distinc-
tion between slipping and sticking is made more fuzzy
by explicitly incorporating partial slipping. This fric-
tion model and its better known forerunner, the “LuGre
model” [6, 26], have been developed in a control sys-
tems context and are strongly phenomenological in the
sense that the model parameters are typically inferred
from oscillatory experiments rather than calculated from
directly available or measureable material and geomet-
rical constants. In application to stringed instruments,
close matches with measured bridge force transients were
achieved in [27] by separately optimising the friction
parameters for each set of bowing parameters; a reason-
ably good Guettler diagram match obtained with a single
set of friction parameters showed further promise. More
recently, guaranteed passivity was shown to be possible
via a small and practical model refinement, and solution
uniquenes (i.e. determinacy) was formally proven for a
simplified case study, the bow-mass model [28]. However
the role of the contact temperature cannot be explained
with the elasto-plastic model, because the state (the bris-
tle displacement) decreases with the rate (the sliding
speed), so the same goes for potential energy stored in
the bristles. This implies that the bristle displacement
cannot be interpreted as modelling the thermal energy
in the contact layer, given that this must increase with
sliding speed.

The current article sets out to bridge the gap
between elasto-plastic and thermal models. A first step
in this direction was made in [29], by adapting the
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steady-state friction curve acccording to how the vis-
cosity of rosin decresases with temperature. Simulations
showed improved behaviour compared to the original
elasto-plastic model, in particular displaying more real-
istic hysteresis behaviour. What is still lacking is a phys-
ical explanation of how the elasto-plastic formulation
applies to bow-string interaction, as well as a formal proof
of solution uniquenesss for the distributed case involv-
ing a string rather than a mass. In addition, the heat-
balance equation proposed in [29] is heavily simplified,
and needs a revision that takes into account its relation-
ship to the model’s steady-sliding behaviour before rigor-
ous validation via comparison with measurement can be
undertaken.

The contribution of the present study consists of pre-
cisely these steps. In Section 2 a revised thermal elasto-
plastic friction formulation is detailed within the larger
setting of a bowed-string model featuring torsional string
motion, bow-hair compliance, and a finite-width bow.
To more easily incorporate accurate frequency-dependent
damping, the string equations are cast in modal form, as
previously opted for in [30, 31]. The Picard-Lindel6f the-
orem is applied to prove that the set of ordinary differ-
ential equations with which the system can be described
has a unique solution. In Section 3 bridge force signals
obtained with simulations are analysed alongside mea-
sured signals across a grid of bowing positions and bowing
forces. Classification on a steady-state part of these sig-
nals is carried out to facilitate validation via comparison
of the corresponding Schelleng diagrams.

2 Bowed-string model

The sound of bowed-string instruments is articulated
by the musician through several left-hand and right-hand
manipulations. The frictional contact between the bow
and the string is shaped mainly via four variables, namely
the bow velocity (the velocity of the bow stick vy, in m/s),
the bowing force (the normal force applied to the bow
fo > 0 in N), the bowing position (the position z} of
the bow hair along the string axis, in meters, with the
bridge positioned at = 0), and the bow tilt (the angle
between the bow-hair surface and the string axis). During
performance, all four of these are time-varying quantities.
For the purposes of investigating bow-string friction it is
useful to consider a simplified scenario with zero tilting
angle and a time-invariant bowing force and bowing posi-
tion. In other words, the only articulation parameter that
remains time-varying is the bow velocity. The proposed
model equations are set out accordingly below, where 9,y
and d,y denote the partial and total derivatives of y with
respect to x, respectively.

2.1 Equations of motion

Consider a string of length L, radius r, mass den-
sity p, bending stiffness B, and tension 7' in contact

with a bow of bow-hair width W}. Hence contact exists
across a finite-width region B = [z, — Wy, /2, zp + W, /2.
Because with no bow tilt the normal force per unit length
F, = Fy,(t) can be assumed to be evenly distributed over
the bow hair width, it follows that F,(¢t) = f,(t)/Wh.
The string is assumed to be pulled by the bow hairs both
transversally and torsionally, and the bow hairs are con-
sidered axially compliant. Including stiffness and damp-
ing terms, the equations of motion for this system can be
stated as [27, 32]:

pAd?u = TO*u — BOtu — 2pACOu + F, (1)
PTatQH = KTafﬁ — 2PT<Tat9 + T‘]:, (2)
Dyd7q = —Knq — (n0iq — F, (3)

where u = u(z,t) denotes the transversal string displace-
ment (in m), 8 = 6(z,t) is the distributed angular dis-
placement (in radians), and ¢ = g(z,t) is the distributed
bow hair displacement relative to the bow stick (in m).
The torsional displacement (in m) of a point on the string
surface is w(z,t) = rf(z,t). Simply supported boundary
conditions are assumed:

The bow hair displacement ¢ and the friction force per
unit length F' (in N/m) are defined only over B, while
both u and 6 are defined over the domain S = [0, L].
Hence over B, F = F(x,t) equals the friction force per
unit length F(z,t), while being zero outside this region.

The bow stick is modelled as a rigid object and
assumed to move with velocity v, = vy (t) along the same
axis as the bow hairs. When positive-valued, the friction
forces locally pull and rotate the string in positive v and
0 direction, respectively, while acting upon the bow hairs
in the opposite direction. Hence for x € B, the bow hair
velocity is vp + 0:¢q, and the (distributed) relative velocity
v = v(x,t) between the bow hair and the string is

v = [’Ub + ﬁtq] — [5‘tu + r@te] . (6)

The parameter A = 7r? denotes the string’s cross-
sectional area, while Pr is the polar moment of inertia,
and K+ the torsional stiffness. The bow hairs are charac-
terised by the linear density D), and the distributed stiff-
ness Ky, while ¢, is a damping constant. The terms ¢ and
(t also denote damping, for the transversal and torsional
string polarisations, respectively, but — for the purposes
of modelling frequency-dependent damping — are not con-
sidered as constants; it is in principle possible to use spa-
tial operators for this purpose (see, e.g. [33]), but this is
omitted here as accurate frequency-dependence is more
conveniently defined directly in the modal domain (see
Sect. 2.3).
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2.2 Dynamic friction force

A dynamical formulation of a distributed friction force
based on the bristle analogy can be stated as follows:

F:(I)[CToZ+O'18tZ+UQ’U}, (7)

where z = z(z, t) denotes the bristle displacement defined
over x € B, oo is the bristle stiffness, oy is a bristle
damping constant, and o5 is a viscous damping constant.
Equation (7) incorporates several dynamic friction mod-
els appearing in the literature, including the LuGre model
[26, 34], the elasto-plastic model [24, 25], and a specific
form of the Dahl model [6, 35]. A key distinction across
these three models is captured in (7) with the term ®.
That is, for ® = 1 equation (7) is equivalent to that used
in the models used in earlier studies [21, 22, 27], with the
coefficient oy given in Nm~2. The amended form pro-
posed in [36], which in the friction literature is known
to be more suited to non-constant normal forces [37], is
recovered by choosing ® = Fj, in which case the coef-
ficients become force-per-unit-length-normalised. Given
that for bowed strings, friction occurs across a range of
normal load values, the amended model is employed here.
Authors focusing on other applications (e.g. [38]) have
questioned the need for introducing the bristle damping
term in (7). From extensive testing using the bow-string
simulation algorithms developed in previous studies [28,
29], it was found that for realistic model parameters both
the bristle damping and viscous damping have only a
marginal influence on the model’s behaviour, and as such
are expected to be negligible in comparison to temper-
ature effects incorporated in the current study. Hence
in the remainder of this document both terms will be
omitted, writing the friction force per unit length as

F = Fb ap <. (8)

The equation that relates the bristle displacement to the
other state variables, which in the friction literature nor-
mally only comprises the relative velocity but here also
includes the contact temperature, is?

z

Oz = 1- s Uy N
hz = v a(z,v,T) )

(9)
As shown in Appendix C, this equation can be under-
stood as formulating a hysteretic relationship between
stress and strain in the rosin layer. The term a(z,v,T)
is sometimes referred to as the “adhesion map” [21, 22],
and will be explained shortly. The frictional characteris-
tics are largely embedded within the term zs(v, 7), which
for v # 0 takes the form

Zes(0, T) = wy (10)

oo
and equals the bristle displacement when z is time-
invariant. The function pe(v) in equation (10) is a

2 For ® = 1, this changes to 8;z = v {1 - M}

Fyzs5(v,7)

coefficient of friction
o

0
relative velocity (m/s)

Figure 2. Expected shape of the friction curve pst(v).

friction curve that imparts a Stribeck effect, while the
“temperature factor” y(7) models how the coefficient
of friction depends on the contact temperature above
ambient 7 (i.e. the temperature in degrees Celsius is
T + 20, assuming the ambient temperature is around
twenty degrees). Such a thermal effect can be theorised to
arise due to changing material properties in a thin contact
layer of the rosin as it undergoes melt lubrication during
sliding, i.e. transitions from solid to fluid behaviour [8].
Even though a rigorous explanation of the relevant phys-
ical mechanisms has remained somewhat elusive and may
require micro-scale analysis, on a macroscopic level one
can nonetheless expect y(7) to range between unity, that
holds at ambient temperature, and some positive value
Ya < 1 that is taken on at temperatures just beyond the
highest observed in bowing cycles.

Qualitatively, ps(v) can be expected to have the
same antisymmetric characteristics as standard curves
employed in friction problems (see Fig. 2 for an example
shape). More specifically, it must hold for passivity rea-
sons that v- ug, (v) > 0. Further, given that viscous effects
are usually considered small in the context of bow-string
friction, it is expected that |usy| decreases monotonically
and quasi-exponentially with |v|, has a maximum pug for
|v| — 0, and reaches pq < ps in the limit of |v] — oo.
For v = 0, which includes the possibility of stiction, the
right-hand side of equation (9) vanishes, so both the term
2ss(v, 7) and the friction curve pug,(v) then become irrel-
evant, although for non-zero bowing forces the effective
friction coefficient can still be calculated as F/Fy, = opz.

Unfortunately, the curve ps,(v) is not directly mea-
surable, because in any experiment with periods of
non-zero sliding velocity, the temperature would tem-
porarily rise above ambient temperature, which would
modify the observed coefficient of friction. It can how-
ever be argued that ug should equal the maximum friction
coefficient observed in experiments with a constant nor-
mal force in which the friction force is gradually increased
by moving the bow, which — with knowledge of the bow-
ing position — can be deduced from a measured bridge
force signal [9]. In that case, the contact temperature
has barely risen above ambient temperature before the
first slip, and the value of the friction force reaches f s
just before slipping. The data gathered from the experi-
ments with a rosin-coated rod reported in [8] pointed to
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s being fixed at around 1.2. The results reported in [12]
and [39] both indicate a significant dependence on bow
acceleration in certain regions of the Guettler plane, but
with strongly differing average values of the limiting coef-
ficient of friction. A parameterised form of pg, (v) will be
defined in Section 2.2.6 together with (and in relation to)
the temperature factor function y(7) and a measureable
steady-state friction curve.

2.2.1 Elasto-plastic friction

What distinguishes the elasto-plastic model from the
LuGre model is the inclusion of an adhesion map in (9),
which in a thermal friction model takes the form [29]

0, vz <0
am(z,v,7), vz >0’

alz,v,7) = { (11)

with
0, |z] < zpa
am (2,0, 7) = am(z,0,7) 2pa < |2] < |2ss(v,T)], (12)
1 2| > |2ss(v, 7))
and
am(z,v,7) = 1 [sin(m0y,) + 1], (13)
A T ARSI

|2ss(v, T)| — 2ba

The value of the so-called break-away value zp,, must be
chosen such that it is always smaller than |z (v, 7)|, which
is a time-varying quantity. Therefore a logical choice is
Zba = X2d(T), where 0 < x < 1 and zq(7) = y(7)ta /00 <
|zes(v, 7)| for all v. A LuGre friction model is obtained
by setting «(z,v,7) = 1. The main significance of the
adhesion map is that its inclusion ensures that spurious
drift observed with the LuGre model is avoided [24, 25].

2.2.2 Contact area

Figure 3 provides a cross-sectional view of how the
bow hairs wrap around the string. Rather than modelling
individual bow hairs, following [27, 32] we treat the hairs
as forming a ribbon surface that makes contact with the
string surface across the bow-hair domain (z € B). With
vertical string motion omitted from the model we assume
that the string remains straight in that polarisation, and
the contact area is then rectangular and increasing with
bowing force. For simplicity, it is assumed that the bow-
hair tension does not increase when pressure is applied
to the bow, and as mentioned before the bow stick is
considered as rigid. The bowing force per unit length then
divides as [1 — v]F}, at the tip and vF,, at the frog, where
v is the relative position along the bow axis taking v = 0
as the tip. At either end of the contact arc, the bow-hair
slope must equal the slope of the circular string curvature:

[1 — I/] Fb
/21) K

I/Fb

tan(¢1) = ,]—b )

tan(¢z) = (15)

bow hair

h
=
b g

string

Figure 3. Contact region between the rosin-coated bow hairs
and the string. The red part of the line indicates the arc length
of contact ..

where 7y, is the tension per unit length (Nm~1) of the bow
hairs. Making use of small-angle approximations, which
hold well for typical bowing practices, the contact length
can then be calculated as

le=71[p1+ 2] = %7 (16)

where p, = 7y,/r is the mean contact pressure (Nm~2)
over the arc of contact, which does not vary with bow-
ing force thus can be treated as a system constant. On
this basis, the apparent contact area A, = Wyl. = fi,/pp
can be considered as proportional to the bowing force?.
In principle one could also consider the compliance asso-
ciated with Hertzian contact between the bow hairs and
the string [14]. However, given that the Hertzian con-
tact stiffness is much larger than the effective stiffness of
the tensioned bow hairs, this would barely affect how A,
relates to f,.

2.2.3 Interpretation of z as shear deformation

Let us now consider the pre-sliding behaviour of the
bowed string. In accordance with viewing equation (9)
as representing a viscoelastic stress-strain relationship
(see Appendix C), it is assumed that the rosin layer
first undergoes shear deformation when a shear force is
exerted, before sliding commences. The amount of defor-
mation for a friction force f depends on the shear mod-
ulus G, of rosin. This elastic behaviour is captured by
Hooke’s law:

f= Z—ﬁ{ﬂhk7 (17)

where we have interpreted the bristle displacement z as
the transverse pre-sliding displacement of the rosin at the
contact region as it undergoes shear deformation, and h,
is the thickness of the rosin layer between the string and
the bow; only a much thinner layer of the rosin, referred
to as the contact layer, undergoes melt lubrication dur-
ing sliding, which is why it is reasonable to assume that

3 The classic understanding of contact between two nomi-
nally flat surfaces is that the friction force is largely indepen-
dent of the apparent contact area [40, 41]. This means that
the mean contact pressure varies with normal load while the
apparent contact area remains constant. However, in the case
of a bow-hair ribbon wrapping around a string it is the other
way around: the mean contact pressure remains constant while
the apparent contact area varies with normal load.
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oo does not vary with temperature. After division by the
bow-hair width Wy, this equation matches the form of
(8), which suggests that for the amended friction model
the bristle stiffness parameter may be calculated from
physical constants as o9 = rG,/[h7p]. The real part
of the shear modulus of violin rosin has been measured
to around 500 MPa for temperatures up to 40 °C, below
which the material remains in solid state [12]. The ten-
sion in a violin bow falls in the range 40—70 N [42], which
translates to 7y, = 4000—7000 N m~! for a bow-hair width
Wy, = 0.01m, and a similar range can be expected for
cello bows. Hence for an effective value of the layer thick-
ness of 0.05 mm and bow-hair tension of 50 N, the bristle
stiffness coefficient takes on a value around 2 x 105m™1.
During stick-slip cycles, one can probably expect a repre-
sentative value of o to be slightly lower than that due to
a reduced average shear modulus of a “warmed-up” rosin
layer. More generally, the uncertainties about the values
of h, and G, mean that the above calculation provides
only a rough estimate.

2.2.4 Boundedness of z

From (9) it can be seen that at each spatial coordinate
x € B, for v = 0 the bristle velocity is also zero. For v # 0,
we have that

Oz=0 if 2= z4(v,T)
0wz >0 if 2 < ze(v,7T)
0:2 <0 if 2> ze(v, 7).

Therefore, if |z| < z5(7) = wsy(7)/00 at a certain point
in time, |z| cannot increase beyond the z4(7) curve there-
after. Hence the largest possible value of z;(7) represents
a global bound on z:

2] < 2(0) = £=. (18)

]

Given that o is of the order of 10 m™!, this re-assures
us that the bristle displacement (i.e. the shear deforma-
tion of the rosin) will be bounded to a few micrometers,
regardless of the bowing force. Note that no global bound
on z exists* when we choose ® = 1 in equation (7), which
is a further indication that the amended model is more
appropriate in the context of bowed-string modelling than
the original friction model based on the bristle analogy.

2.2.5 Heat transfer

The friction governed by (8) and (9) involves storing
bristle potential energy per unit length H, = 1F,002°.
Using equation (9), the rate of change in the bristle
potential energy per unit length under bowing with a
time-invariant bowing force can be written as

O H, = Frooz[v —¢], (19)

4 For ® = 1, the bound on z is proportional to the nor-
mal load [28, 37], implying that for very large bowing forces
the bristle displacement would take on unrealistic values, e.g.
exceeding the rosin layer thickness h;.

where ¢ = v — 0yz is the relative velocity between the
bristles and the string, that can be calculated from the
state variables as

0, if v=0,
S =1 alz,v, T)#;)T), otherwise. (20)

This result is needed to determine the heat per unit length
O generated via friction, which must equal the work per
unit length done by the friction force minus the rate of
change in bristle potential energy per unit length:

Qf =Fv-— atHz
=F,o026. (21)

The above expression is guaranteed non-negative because
v and ze(v, 7) in (20) have the same sign, while a(z,v) >
0, from which it follows that ¢ -z > 0.

The frictional heat represents a source term in the heat
balance equation that models the evolution of the contact
temperature [8]. Here we employ the following simplified
form:

ar Py 0T + {bﬂ/ [v|/Fy, + CT} Fyr = O, (22)

where a,, b;, and c, are heat-related constants. The
first term on the left-hand side represents heat absorp-
tion into the contact layer, while the second term models
conduction of heat into the full rosin layer, the string,
and the bow hairs. The rosin-coated bow hair ribbon
is a moving surface, which explains why the amount of
heat conduction has been specified to increase with |v].
The square-root dependence stems from aiming for the
steady-sliding behaviour to be qualitatively similar to
that of the more sophisticated heat balance equation pro-
posed in [8], that models conduction in a convolutional
form (see Appendix A for more details). The simplified,
non-convolutional form of (22) is considered as a reason-
able first approximation on the basis that when the heat
source is switched off (i.e. no sliding so Qf = 0), the
contact temperature 7 can only decrease towards zero,
without ever dropping below zero and with no expected
oscillatory behaviour. Qualitatively such a decaying
response can be modelled with a first-order differential
equation, here one with a time-varying coefficient due to
the presence of /|v|/F}, in (22).

Adopting a similar derivation as in [8] but adapting to
a rectangular instead of a circular contact area, the coef-
ficients in (22) may be calculated from physical constants
as follows:

ar = prcrdr/pb7 (23)
br = ke/2/ [P Dy, (24)
Cr = Fe/[pvle], (25)

where J, is the thickness of the contact layer. The rele-
vant material constants are the thermal conductivity &,
(Wm~tK~1), the specific heat capacity ¢, (Jkg™! K1),
and the mass density p, (kgm™3) of rosin, while
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D, = k,/[prc;] is the thermal diffusity (m?s™!). The term
¢ FpT represents the conduction taking place regardless
of the relative velocity value. As this characterises a small
part of an entire process of heat flux from the contact
interface into the ambient air through the various system
components, the values of the effective conductivity ke
and effective thermal path length [, are not easily ascer-
tained from material and geometric constants; k. can be
chosen to lie somewhere between the conductivity values
for rosin and steel, while a logical value for [, may perhaps
be of the order of the string radius.

Due to the various simplifications and assumptions as
well as the uncertainty of some of the constants (e.g. d, is
difficult to determine experimentally [10, 12, 13] and the
effective thermal contact surface may be different from
A¢), the above coefficient equations are taken here merely
to serve as indications of physically plausible value ranges;
the set of heat-balance constants used in the simulations
will be empirically chosen within these ranges such that
the simulation results fit well to a batch of measured data.

What remains is to define s (v) and y(7). In the next
two sections we develop expressions for these functions in
the context of steady-state friction.

2.2.6 Steady-state friction

Steady-state friction occurs when the relative velocity,
the bowing force, the shear deformation, and the temper-
ature are constant during sliding, leading to a friction
force that is also constant over time. Given the antisym-
metry of pe,(v), it is then sufficient to consider only pos-
itive sliding velocities, so in the below the |- | and sgn(-)
operators are temporarily dispensed with. From substi-
tuting 0;z = 0 into (9) it follows that a(z,v,7) = 1
and z = z,(v, 7). The friction force per unit length then
becomes

F = Fy,y(7) pstr(v), (26)

implying that Amontons’ first law of friction holds under
steady sliding, underpinned here by the proportionality
between contact area and normal force as established
via geometrical arguments in Section 2.2.2 for bow-string
contact rather than by invoking the asperity statistics
associated with friction between nominally flat surfaces
[41]. The frictional heat per unit length as given by (21)
simplifies to

Qr=Fy y(T) Pstr (V) V. (27>

From imposing 9;7 = 0 in (22), the heat balance equation
reduces to a unique mapping between 7 and v:

(b VoI By + ] 7 = y(0) (@) 0. (28)

Hence for any given v > 0 we can solve for 7 and
vice versa, and the solution can be denoted either as
the bijective function 7(v) or its inverse, v(7). Closed-
form expressions are not necessarily available though, so
in practice a numerical solution method may be needed
(see Appendix B). We now write st (7) = piste (v(7)), so

that the friction force per unit length can be written for
v >0 as

F = Fyy(7) psir(7) - (29)
—_——
Mss(T)
Subsequently one may also write pss(v) = pss(7(v)),

which is a steady-sliding function that is directly mea-
sureable without the need to sense the contact tempera-
ture during sliding. Smith and Woodhouse [8] conducted
such an experiment, in which a rosin-coated cylindri-
cal rod was driven at constant speed over a perspex
wedge. This provided steady-state friction data that has
served as a main reference result to calibrate thermal
friction models for bowed-string simulation for over two
decades. One of the findings in [8] was that the friction
coefficient does not depend much on the normal force,
implying that also for this case Amontons’s first law
approximately holds, even though the geometric argu-
ments associated with bow-string contact as stated in
Section 2.2.2 no longer apply. Various ad-hoc mathemat-
ical curves have been fitted to these data points, initially
featuring two exponential functions [8], while the more
recent enhanced thermal model employs a power law [13].

2.2.7 Co-parameterised curves

To allow for the possibility that friction curves
obtained with a steady-sliding experiment involving a vio-
lin or cello bow sliding over an immobilised string seg-
ment would not exactly match the results obtained in [§],
and more generally to create a degree of flexibility in our
model so that some room is left for calibrating it against
oscillatory regime measurement data, in the current study
liss, tstr, and y are defined in co-parameterised form. First
we theorise that the temperature factor is well described
by the function

_ 1 + ya[T/Tg]f

y(r) =7 e (30)
where y, is the asymptotic y-value mentioned earlier?,
and 7, is the glass transition temperature above ambient,
defined here as the temperature at which y drops to mid-
way between 1 and y,. Suitable values for the exponent
¢ that controls the glass transition roll-off steepness tend
to fall in the range 1 < £ < 4. Next, the steady-state coef-
ficient of friction is defined using a form that varies with
7 in a similar fashion while enforcing the specific values
s and yauq at 7 =0 and 7 — 00, respectively:

_ s+ HayalT/Te]"

1) = T o

5 Although y, is the asymptotic value of the function y(7),
it does not necessarily represent the true value of y(7) for
T — 00, which should always be zero. That is, the true depen-
dency across the entire temperature axis may well take on a
more complex shape than implied by the conveniently sim-
ple mathematical form of (30), which nonetheless can capture
the experimentally derived trends reported in [8, 10] over the
relevant contact temperature range.
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Figure 4. Example sets of curves underpinning the steady-state behaviour of the thermal elasto-plastic friction model. Each
line color refers to a different value for the glass transition temperature. The circles in the left panel show the data points of
the steady sliding experiment reported in [8], which are reproduced here with permission from the authors. In the middle and

right panel, the temperature axis relates to 7 as 7 4 20.

From (29) it then follows that, for steady sliding, psr has
to vary with contact temperature as

(1) _ Hs + payalr/7e]*
1+ ya[r/7g)¢

/Lss
y(7)

:u'str(T) = (32)

Replacing y(7) pste(v) with pss(7) in (28) and writing v
explicitly immediately reveals that v(7) is indeed a mono-
tonically increasing, bijective function for v > 0, and
therefore it has an an inverse 7(v) that has the same
property. It can therefore be seen from (32) that pe (v) =
str(T(v)) constitutes a family of curves of the type shown
in Figure 2. Further, it follows that us,(v) > fpes(v)
for v > 0, i.e. the Stribeck curve always lies above the
measurable steady-state curve, with a gradually increas-
ing gap, which is consistent with the notion that with
a glassy material the friction coefficient decreases with
temperature.

Figure 4 shows three sets of example curves, each
set calculated using a different glass transition temper-
ature and coded accordingly with a different line colour.
These curves were calculated for the parameters F, =
100Nm™, pg = 1.2, g = 0.3, by = 0.05Wzm~2 K1,
¢r =1.0x107%*ms 'K, y, = 0.4, and £ = 3.0. The
horizontal dotted line in the right panel of Figure 4 indi-
cates the asymptotic value of the temperature factor, and
the dashed lines in the same panel indicate the glass
transition temperatures.

Note that the case 7, = 25 (which translates to 45 °C)
is just one among a range of parameter sets that leads
to pes(v) forming a close fit to the measurement data
from [8], each with different accompanying 7—v and y—r
curves. Hence not much should be read into the curves
in the middle and right panels beyond their qualitative
characteristics. The added value of the co-parameterised
expressions in (30)—(32) is that these curves can also be
made to indirectly fit to other data (e.g. oscillatory regime
signals) by tuning just a few parameters, with guaranteed
preservation of key characterics (e.g. contact temperature

increases with relative velocity, friction decreases with
contact temperature).

2.2.8 Comparison with previous models

It is worth observing that the steady-state force in (26)
is of the same form as the full friction force expression of
the enhanced thermal model [13]. That is, following the
“plastic model” developed in [8], a scaled version of the
temperature factor appears in [13] as the shear yield stress
Y (7); this is directly seen by first multiplying (26) with
W, and then replacing fi, y(7) pste(v) with A. Y (1) h(v),
where h(v) mirrors pe,(v) but is defined to hold at some
temperature above that of the ambient. In addition, in
[13] A. represents the “real contact area” rather than
the apparent contact area, but since both are assumed as
proportional to f;, this makes no real difference (i.e. this
can be absorbed into Y (7)). Apart from employing a sim-
pler heat balance equation and different types of curves, a
second qualitative difference between that model and the
elasto-plastic form proposed here is that the latter explic-
itly models shear deformation of the rosin, controlled by
the parameter o, and represented with the state variable
z. If the heat balance were replaced by the convolution
form of [8], the thermal elasto-plastic formulation could
be said to qualitatively reduce to the enhanced friction
model for og — o0.

On the other hand if we set y, = 1, the thermal effects
are completely removed, and — using (7) to define the fric-
tion force with ® = 1 — the model resembles the elasto-
plastic formulation in [27, 28] with o1 = 0; going one step
further and letting o9y — oo with y, = 1, one recovers the
form of the simple friction curve model. The model is also
similar to the refined elasto-plastic formulation presented
in [29], which uses the same form for z.(v,7) as in (10)
but with y(7) replaced by a function that represents how
viscosity decreases with sliding velocity. A detailed quan-
titative comparison between these formulations is consid-
ered outside the scope of the current paper, and will be
left for a future study.
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2.3 Projection onto a modal basis

Working towards a numerical algorithm capable of
generating simulation results according to the proposed
model equations, it is useful to first cast the string dynam-
ics in modal form. As a first step, let’s re-write (2) as

[PT}aQ Vﬂagw—FPTgT]at +F. (33)
T’ T T’

For the given boundary conditions, the transversal and
torsional displacement can be modally expanded:

Zgz“)
Z o (@) (1)
(u,w

where g; )(x) = sin(3;x) are the spatial basis functions
that correspond to the mode shapes, and ; = (iw)/L
are the wave numbers. For either of the above expan-
sions to represent an exact solution, an infinite number of
modes is required, but in practice it is sufficient to set M,
and M, to finite values such that the required frequency
bandwidth is covered. After substitution of the expan-
sions into (1) and (33), multiplying with the respective
basis functions, and taking a spatial integral from z = 0
to z = L of both equations one obtains the following set
of ordinary differential equations:

= [g" ()T a(), (34)

=[g" (@) w(t), (35

mud?t = —K®™a — r,dya 4 £, (36)
Mmupd2w = —K"% — rydyw + £, (37)
where
my = 1pAL, My = LPrLr—2, (38)
ry = pALC, rw = PrL¢rr? (39)

are the effective modal mass and damping values, respec-
tively, while each of the stiffness matrices is diagonal, with
the diagonal elements defined as

K\ = 3L B+ T8, (40)

Z’L

K™ = 1 K7Lr2p2. (41)

(2%3

The elements of the modal force vectors f(*@) are

() By
1 = [ gl
x=0

At this point, it is straightforward to introduce frequency-
dependent damping simply by replacing r, and r,, with
the diagonal matrices R(® and R("), each featuring
diagonal elements that depend on the mode number in
accordance to an associated Q-factor:

) (2)F(x,t) da. (42)

(u
Rplww) _ Vot BT (43)

0,7

For the transversal motion, a suitable formula for the Q-
factors that has been verified to fit well to experimental
data is [43, 44]:

T + BB?
T [UF + nA/w((fi)} + B3}

QM = (44)

where the subscripts A, F, and B of the damping coef-
ficients na B represent “air”, “friction”, and “bend-

ing” damping, respectively, and w(()u) = Ki(z) /My

For torsional motion, damping is strongly dominated by
internal friction, leading to an approximately frequency-
independent Q-factor [45]:

Q" = Qr. (45)

Subsequently, the transversal and torsional mode reso-
nance frequencies can be expressed as:

(u,w) (u,w)
e _ ) K™ R (46)
! Moy,w 2y w0

Note that w§“) becomes imaginary in case of overdamp-
ing, no longer representing an oscillation frequency.

2.4 Finite number of contact points

For numerical simulation, it is practical to model the
interaction between the bow-hair ribbon and the string
at a finite number of contact points

Wi,

N
~—
Ay

zj =ap— sWh+[j — 4]

j=1,2,3,...,N, (47)

each of which represents the interaction over a filament
subregion of width A, (see Fig. 5 for an example with
N = 4). The integral in (42) can then be approximated
with a midpoint Riemann sum:

Z 40 ()

Flzj,t) Ay (48)
—_———
fi(t)

where f;(t) represent the friction forces (in N) at the
contact points.

Correspondingly, we may define the N x 1 vectors u
w, q, v, ¢, T, and f holding the string displacements,
string torsions, bow hair displacements, relative velocities
(between bow and string and between bristles and string),
contact temperatures, and friction forces at the IV contact
points, respectively. It follows from (34), (35) and (48)
that

u=[GW|Tq, w = [GW)]Tw, (49)
£ = G, f) = gwf, (50)
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Figure 5. Example (N = 4) of modelling the distributed bow
hair displacement at a finite number of contact points.

where
G) = [gl) (@), g0 (w3), - g ()] . (51)

Defining the N x 1 vector 1 = [1,1,---1]T, equations
(36), (37), (3), (6), (8), (9), and (22) can now be written
as follows:

myd?a = —K®Wa - RWd,a+ GWE, (52)
mypd*w = —K®Ww - RWd,w + GWF, (53)
qufq = —kqq —rgdiq —f (54)
v = [vpl + diq] — [deu + diw] , (55)

f = AIFbU()Z, (56)

¢ =W(z,v, 1)z, (57)

diz =Vv —g, (58)
a.Fpdim = —Fy [ A + ¢ 1] 7 + Frooz O ¢, (59)

where mq = AyDy, kg = AgKy, and 7y = AyCy are
the mass (kg), stiffness (N/m), and damping constant
(kg/s) for each of the bow hair points. The term A is
an N x N matrix with diagonal entries A; ; = \/|v;|/Fp,
and the operator “©®” denotes elementwise multiplication.
The N x N matrix ¥ is also diagonal, with entries:

0, if v; =0,

(2,94, 74)v; otherwise.
Zss(vj > Tj) ’

;i(25,05,75) = (60)

The modally-expanded bow-string system is described by
equations (52)—(59). By setting N = 1, this model nat-
urally reduces to a “point-bow” model, in which case
(54)—(59) become scalar equations, and the matrices
G(®w) reduce to column vectors, with A, = W,

For both model evaluation and sound synthesis, it is
useful to calculate the forces that the string exerts on the
bridge:

fu(t) = [T0, — IO u(0,1) = g,0(t),  (61)

fut) = Krr20,w(0,t) = gy w(t), (62)
where g,, and g, are N x 1 vectors with elements

Gui =TBi+ EIG;,  gui=Kvr~>pi. (63)

It is worth noting that only the transverse force f,(t)
plays a meaningful role in the sound emitted from a

bowed-string instrument, and similarly the torque fy,(t)
is not registered to a significant extent by the sensors of
the measurement apparatus employed for this study.

2.5 Passivity and stability

Pre-multiplying (52) with [d,q]", (53) with [d,w]T,
(54) with [dyq]™, and (58) with Ao F,zT, then summing
with (59) and adding 1A,c0d; Fyz Tz to both sides yields
the energy balance equation:

diH =P —Q, (64)
where
H=H,+H,+H,+H,+H, (65)

is the total system energy and

Q:Qu+Qw+Qq+QT (66)

holds all the dissipation terms, while P denotes the power
supplied by the bow due to articulation (i.e. any non-zero
bow velocity). The individual terms are:

Hy = imy,[dit]"de + 30" K™a > 0, (67)
Hy = smy[dew]Tdyw + 3w K™w >0,  (68)
Hy = tmgldid]"dia + tkeq'q > 0, (69)
H, = 1A, F,002"z > 0, (70)
H, = A Fa,1"T, (71)
Qu = [da] "R™d > 0, (72)
Qu = [d:W]TR™d,Ww > 0, (73)
Qq = rqldra]"diq > 0, (74)
Qr = A 1T oA+ o] 7, (75)
P =vp17f. (76)
In the above derivation, we made use of (55), (58), and
the product-rule identities (similar for w):
di {[dea]Tdpa} = 2[dy0)" dF, (77)
dy {ﬁTK(“)ﬁ} = 9[d, 1] TK ™. (78)

Note that the total frictional heat Q; = A, Fro0zTs > 0
cancels out in the energy balance.

The terms H,, H,,, Hy, H., Qu, Qu, and Q, are triv-
ially non-negative. Both the thermal energy H, and the
heat dissipation @), are non-negative under the condi-
tion that 7; > 0 for j = 1,2,..., N. This holds, because
the individual source terms A, F},002;¢; are non-negative,
thus can only increase the corresponding 7;, while the
homogeneous version of (59) has solutions that decay

exponentially at a decay rate [bT\/|vj|/Fb + CT] Jar > 0.
Hence if each 7; is initialised as 7; = 0, none of the contact

temperatures will drop below the ambient temperature,
and both H, and @), are guaranteed to be non-negative.
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From (76) and (56), the power injected by the bow is
P= AJ¢'0'()P1bv1[)]-r]r‘z < Msfb‘vb‘7 (79)

where the inequality is arrived at using the bound on z in
equation (18). From (64) we therefore have that d;H <
P < ps fo|vp|, and

H(t) < H(O) + i / o ()]dt. (30)

Hence provided that vy, (¢) is Lipschitz-continuous, which
clearly holds in practice, the system can be said to be sta-
ble in that the growth of the system energy is bounded by
the control terms f;, and fot |up(¢')] dt’, both of which are
finite-valued at any finite-length point in time ¢. Under
the assumption of the bow moving only in one direction
(i.e. vp(t) > 0 for all ¢), which holds for the purposes of
the current study, one can even find the explicit bound
tsfoLy on the system energy, where Ly, is the (finite)
length of the bow. In either case it follows that the three
state variables (z, v, T7) are also bounded.

2.6 Existence and uniqueness

As mentioned in the introduction, rigid-body prob-
lems involving friction can lead to loss of determinacy,
i.e. at certain points the model equations can have multi-
ple solutions. In principle the opposite may also occur,
namely that no solution exists. These “Painlevé para-
doxes” should not be regarded as physical phenomena
but rather as a failure of a theory to provide unequiv-
ocal descriptions of the dynamics [16]. The purpose of
this section is to show that both existence and uniqueness
holds for the thermal elasto-plastic model, which is a pre-
requisite for avoiding any inaccuracies that could poten-
tially arise from having to handle these paradoxes, e.g.
by imposing hysteresis rules. To this end, the modally-
expanded formulation described by equations (52)—(59)
is rewritten as a system of first-order ordinary differential
equations:

diii = 0, (81)
diW = W, (82)
diq = [GW)Ta + [GW)Tw + v — 1, (83)
1
mﬁzg—[Aﬁ%%GW&—KWM—RWML (84)
1
@W:——PM&%GW&fKMWfRMWL (85)
My
by — ke =g ((GM]T0+ [GMTW + v — wp1)
tvV — mq
1 Gcw g
+ a1l — A, Fyog |:+ :| Z
Mg My, My
K®w + R®w

K®ia+R®a
+ +
My My

diz =v —V(z,v, I}, T)z, (87)

dyT = ai 00z ®© V(z,v, Fy,7)z — (b A+ c.I)T|, (88)
T
where we have introduced two additional vector variables,
u and w, and ap(t) = d;vp(t) is an externally supplied sig-
nal. Now let x = (@, W, q, 0, W, v,z,7) be a vector func-
tion from R to R8Y, then the above system of equations
can be compactly written as

dix = S(x),

where S(x) = (s1(x),...,88(x)) are the expressions on
the right hand side of equations (81)—(88).

By the Picard-Lindelof theorem [46], a system of ordi-
nary differential equations S has a global unique solu-
tion if S is Lipschitz continuous with respect to x with
a Lipschitz constant not depending on x. To show that
S(x) is Lipschitz continuous it suffices to show that all
the functions s;(x) ¢ = 1,...,8 are Lipschitz continu-
ous with respect to each variable vy, U, w,q,0, W, v,z
and 7. As these functions are themselves vector valued,
it suffices to show that each s;;(x) with ¢ = 1,...,8
and j = 1,..., N, is Lipschitz continuous with respect
to ’ELj,lI)j, q]',ﬂj, ’Lbj,’Uj, 255 Tj for j = 1, ey N. Under the
the condition of guaranteed stability (i.e. boundedness
of the state variables), which was shown in the previous
section, this leads to global solution uniqueness.

Lipschitz continuity is directly seen with respect to
the variables @, W,q, 0, Ww. It was shown in [28] that,
for fixed j, ¥;;(z;,v;, F,,7;)%; is Lipschitz continuous
with respect to z; and wv;, and the same holds for
U, i(2j,v5, Fy,7j) with respect to 7; (a proof is pro-
vided in Appendix D). What remains to be demon-
strated is that A;; = +/|v;|/F, is also Lipschitz
continuous, which holds except at v; = 0. To have global
uniqueness, the function A;; is therefore re-defined as
Aj i = +/(Juj| + €)/Fy, where € is a negligibly small pos-
itive constant; in our numerical simulations, € has been
set equal to the machine epsilon.

2.7 Numerical simulation

The system of equations (52)—(59) can in principle be
simulated with a standard numerical solver employing an
adaptive time step, such as the scheme implemented in
Matlab with ODE15s. Alternatively, a bespoke energy-
stable scheme on a regular time grid (i.e. a constant time
step) can be devised. The latter is chosen for generating
the results presented here, but for brevity the details of
the scheme will be omitted and presented in a future pub-
lication. The model parameters for simulation of a bowed
cello G string are listed in Table 1, and used for all simu-
lation results presented unless mentioned otherwise. How
they have been determined will be discussed briefly in
Section 3.

To help minimise the risk of results being affected by
discretisations errors, all results in this study were com-
puted using a very small time step A; = 5pus, which
has previously been suggested as an appropriate value
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Table 1. Bowed-string model parameters. Parameter values were determined via direct measurement (*), derivation
from measurements (**), empirically chosen within a physically plausible range (***), or adopted from the literature [-].

L(m) r(mm) pkgm™") T(N) B(Nm®) na(s™) B Pr(kgm)  Kt(Nm®) Qr
String 0.7 0.487 11503 161 6.5x107* 0.02 0.25 7.0x107*% 4.2x107'° 29x107* 30
s pa oo(m™") Tg Ya 3
Friction 1.05 0.3 1.0 x 108 25 0.4 2.0
sk $okk $okk sk Kok Kok
Di(kgm™1) Kin(Nm~?) Co(kgs Tm™1)
Bow hairs 0.62 11.0 x 10° 1000
[32] [32] [32]
a-(m K1) bT(W%m_%K_l) cr(ms™PKTY)
Heat 1.0x 1076 0.22 1.0x1074

ok k

ok
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z
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Figure 6. Example simulation result for /L = 0.075 and fy, = 2.15 N. The bow was moved from its rest position with a steady
acceleration of 0.5m/s? for the first 200 milliseconds, after which the bow velocity was held constant at 0.1m/s. (a) Bridge
force. The grey-shaded area indicates a time period of three stick-slip cycles. (b) Bridge force signal for the grey-shaded region.
(c) Relative velocity. (d) Shear deformation. (e) Contact temperature. (f) Effective coefficient of friction f/fi, versus relative
velocity for the grey-shaded region. (g) Contact temperature versus relative velocity for the grey-shaded region; the black
dashed line indicates the ambient temperature, and the black solid line shows the steady-state heat-balance mapping captured

by equation (28).

for robust prediction of bow-string dynamics [10]. The
number of points under the bow was consistently set to
N = 4. Various tests were conducted with a larger num-
ber of points, systematically showing very little differ-
ence (in terms of both transient and steady-state features)
compared to the results obtained with NV = 4.

2.7.1 Example result

An example simulation result is shown in Figure 6.
The black dashed curve added to the transversal bridge

force signal plot in panel (a) represents the quasi-static
prediction for the constant-acceleration part of the simu-
lation:

~ TUb(t) t

ful(t) (89)

2.23b
The slight divergence between the simulated bridge force
signal and the predicted curve is mainly due to the
estimation in (89) not accounting for torsional motion.
In this case a nearly perfect transient occurs, i.e. the
string rapidly goes into Helmholtz motion. As seen in the
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Figure 7. Simulation with constant bow acceleration ar, = 0.5 m/SQ, zn/L = 0.05, and fp = 4N. The three panels show
simulations with different b, values. Each panel shows the bridge force waveforms obtained with pq = 1.05 (red), pa = 0.7
(green), and pa = 0.3 (blue). The waveforms have been spaced by 4N for legibility (i.e. each waveform starts at zero).

zoomed-in plot in Figure 6b the sawtooth-like waveform
features about L/x1, &~ 13 “Schelleng ripples” per oscilla-
tion period, as expected from theory [47]. In Figure 6c,
v denotes the average over N = 4 relative velocities;
similarly in the (d) and (e) panels z and 7 are the
average shear deformation and average temperature,
respectively. The friction force per unit length is simply
a scaled version of z, as per equation (8).

Figure 6f shows f/f,, versus relative velocity for three
periods of Helmholtz motion, exhibiting a clock-wise hys-
teresis loop. Here the symbol f denotes the total friction
force exerted on the string, calculated as the sum of the
friction forces at the bow points. Qualitatively, the trajec-
tory aligns well with the experimental findings in [8] and
[10], in that no part of the loop closely follows the steady-
state curve. A further qualitative match with experiments
is that the slope in the region just above v = 0 is simi-
lar to the “sticking slope” observed by Schumacher et al.
[19]. From panel (e) it is seen that the temperature rises
steeply during each slip, which is due to frictional heat
being generated. Here the largest observed values are
around 66 °C, which is 21°C above the specified glass
transition temperature, and some thermal inertia is visi-
ble during the sticking phase. Figure 6g depicts an anti-
clockwise trajectory in the 7—v plane, where 7 denotes
the mean temperature over the four bow points. As can
be seen, the temperature does not follow the steady-state
mapping between 7 and v. Instead 7 rises almost linearly
with v until the maximum relatively velocity has been
reached (overshooting the steady-state curve in the pro-
cess), after which it decreases at a lower rate until v has
dropped back to zero; next, the temperature drops rel-
atively fast during the sticking phase. This pattern sys-
tematically emerges for bowing forces when Helmholtz
motion is observed with simulations.

2.7.2 Transition at the first slip

As discussed in the introduction, of specific inter-
est is whether the simulation can produce sufficiently
rapid transitions from sticking to slipping, which has
been argued in [13] as a deficiency of the original ther-
mal model. To investigate how the thermal elasto-plastic
model handles this, three sets of three simulations were

conducted using a relative large bowing force (fi, = 4N).
For the second set of three simulations (middle plot)
the value of the velocity-dependent heat conduction con-
stant was kept at the same value as specified in Table 1,
while for the first and third set this was reduced and
increased by a factor two, respectively, to explore whether
less or more heat conduction would affect the transi-
tion. For each set, different pgq values were employed
(ta = 0.3,0.7,1.05) with the purpose to assess the role
of the Stribeck effect (i.e. the dependency of |us|(v) on
v). For pg = ps = 1.05 the friction curve g, (v) sim-
plifies to usty(v) = ps sgn(v), so there is then no direct
Stribeck characteristic®. The resulting bridge waveforms
are plotted in Figure 7.

Immediately noticeable is that in all nine cases the
string transitions rapidly from sticking to slipping. This
includes the three cases where jiq = us (shown in red), for
which e, does not decrease with relative velocity. One
possible explanation as to why the inability to transition
fast as observed in [13] with the original thermal model
is not reproduced with the thermal elasto-plastic model
is that the simplified heat balance perhaps allows more
rapid changes. However the fact that transitions remain
rapid with a different heat conduction constant suggests
that this is not a major factor. A more plausible expla-
nation is that the added elasto-plasticity directly facili-
tates the faster transitions. That is, the shear deformation
increases over time in the run-up to the first slip. Once
the string starts to partially slip (i.e. when |z| > zp,), the
increase in z is accompanied by v rising as well, which
in turn leads to an increase in temperature and there-
fore a drop in the friction force. The reduced frictional
resistance then allows the string to move with increased
acceleration, which subsequently causes a faster increase
in contact temperature, and the friction force thus also
starts to fall even faster. With the model parameters
set in physically plausible ranges, this “snowball effect”
apparently always plays out over a very short time period.
This suggests that the shortcoming of the original thermal
model as identified in [13] can be directly addressed by

6 An indirect Stribeck characteristic can be said to arise due
to how 7 depends on v.
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explicitly modelling shear deformation, without the need
to directly incorporate a Stribeck effect into z¢(v, 7).

One further noticeable feature is that b, appears to
control the size of the force drop. Knowledge of this
dependency is useful for setting the model parameters
such that the initial transient is reasonably well matched
to measured waveforms.

3 Experimental validation

Plucking and bowing experiments were carried out
with the rigid-body monochord apparatus described in
[48, 49]. This setup utilises various load cells and piezo-
electric sensors to capture the force signal at the string
terminations, and also features a motorised tuning peg
that facilitates automatic tuning of the mounted string.
A robot arm fitted with a cello bow can be programmed
to execute pre-specified trajectories and is fitted with fur-
ther sensors to record the evolution of the normal load
and the robot arm position coordinates. Unlike the setup
with PID control in [9], the robot was not configured to
adjust its movement to the sensed normal force. The pri-
mary signal of interest for the current study is the force at
the bridge which is sensed with a load cell, thus capturing
both the static and dynamic behaviour. The terminations
were designed to have extremely low mobility, so that ide-
alised boundary conditions can be assumed. All experi-
ments were carried out with a custom-made D’Addario
Cello G2 string, the fundamental frequency fy of which
is about 98 Hz.

3.1 String pluck analysis

The geometric parameters of the string (L,r) as well
as the string tension (T') were directly measured. As
indicated in Table 1, other parameters were derived
from measurements, empirically chosen within a physi-
cally plausible range, or adopted straight from the liter-
ature. The string mass density was determined as p =
sT/(L2f2A).

The wire-break method [44] was employed to estimate
the stiffness and damping parameters, while also pro-
viding a reference signal for validation. Wire-pluck sig-
nals were recorded for twelve positions within the bowing
range of the string and their spectra were computed and
analysed. The bending stiffness was estimated by adjust-
ment such that the theoretical curve approximates the
trend observed in the first 20 mode frequencies extracted
from this data; the resulting fit is shown in Figure 8a.
Similarly, the Q-factors of the first 28 modes were esti-
mated, with around 25% of the estimations discarded due
to signal-to-noise issues. Figure 8b shows how the curve
described with (44) was fitted to that data. Because lower
frequencies contribute more energy to the string response
signal, the corresponding data points were given a slightly
higher weight, yielding suitable values for the three string
damping constants.

The transversal bridge force signal obtained via sim-
ulation of only the string using a triangular initial pluck
shape” with xy,/L = 0.104 is plotted in Figure 8d, show-
ing a strong resemblance to the measured pluck signal
seen in Figure 8c. The corresponding initial release stages
are juxtaposed in Figure 8e, and the remaining subplots
compare the initial sets of reflected waves. The good
waveform match confirms that the transversal vibration
characteristics of the string are accurately modelled.

3.2 Comparison in the Schelleng plane

The robot arm was programmed to perform bow
strokes that start from zero velocity and consist of three
stages. First the bow undergoes constant acceleration
over a short period, which is followed by a period of
steady velocity (0.1m/s). In the third and final stage the
bow velocity is linearly decreased until the bow is back
into a stationary position. Guided by findings in recent
experimental research [39, 49, 50], the acceleration value
was chosen in a specific range with the aim to enhance
the likelihood of Helmholtz motion occurring within the
steady-velocity period. During the steady-velocity stage,
the signal measured with the robot load cell typically
exhibited a small normal load reduction relative to the
intended bowing force. For this reason, the average over
the analysis window of the steady-velocity signal portion
was recorded as the applied bowing force.

A total of 1600 of such bow-stroke experiments were
conducted across a grid of 40 bowing positions and
40 bowing forces. Analysis of the various signals captured
by the experimental apparatus indicated that the robot
reliably reached the target steady-velocity value with high
accuracy. However from the recorded bridge force sig-
nals it could be seen that the string was often slightly
displaced from its rest position at first contact with the
robot arm, meaning that the initial conditions differ per
experiment and slightly deviate from what is assumed in
the simulation. Further uncertainties arise from observ-
ing, for small zy, values, acceleration constants that are
well below what one would expect from equation (89),
which is likely due to creep [9]. Conversely, for larger ay,
values some of the measured bridge force signals displayed
a faster upwards rise than predicted with (89), possibly
after an initial delay, which likely indicates unmodelled
system compliances/inertances associated with the bow
holder. Because of these uncertainties and non-idealities,
the scope for a model-versus-measurement comparison of
transient behaviour is somewhat limited. The focus in
this section is therefore largely on assessing whether —
for a specific bowing position and bowing force — the
model predicts the same sustained oscillation regime in
the steady-velocity part as observed in the experiment.

7 For a stiff string, the initial pluck shape is only approxi-
mately triangular in shape, but the effect of this initial con-
dition error on the simulated bridge waveform appears to be
marginal.
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Figure 9. Bridge force waveforms for ten different bowing force values with the bow positioned at x1, = 0.0874L. For clarity,
the waveforms are offset by 3 N. From bottom to top, the bowing force values are (in N): 0.23, 0.35, 0.47, 0.65, 0.88, 1.22, 1.51,

2.10, 2.96, 4.18.

3.2.1 Bridge force waveforms

Figure 9 shows a selection of measured and simulated
bridge force waveforms for zy,/L = 0.0874. In the left two
panels, the initial transients show strong global similar-
ities in terms of signal amplitude and type of slips that
occur. The differences can mainly be seen in the finer
waveform structures. The fact that the initial slips look
fairly similar is a promising indication.

The final two panels of Figure 9 show a few periods of
the steady-velocity portion of the same signals. Helmholtz
motion as well as double-slip waveforms can be observed.
In most cases, the model predicts the same oscillation
regime as observed in the measurement, but the double-
slip pattern for f, = 0.65N seen in the measurement is
not predicted by the model. As will be seen below, this
result falls within a “patchy Helmholtz region”, so the

prediction failure is probably not very significant. On the
other hand, the stronger ripples in the simulated wave-
form for f;, = 4.18 N announce an earlier transition to
raucous motion, and are indicative of the model predict-
ing a slight higher value for the maximum bowing force for
which Helmholtz motion is sustained than can be inferred
from the measurements.

3.2.2 Schelleng diagrams

A bird’s-eye view of the entire set of results can be pro-
vided by means of a Schelleng diagram (see Figure 10),
in which regime types are plotted against relative bow-
bridge distance x1,/L and bowing force f},, both on a loga-
rithmic scale. To assign a regime type, an automatic clas-
sification algorithm was applied to a steady-state part of
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Figure 10. Schelleng diagrams as measured (left) and simulated (right). The regimes are labelled as follows:
Helmholtz motion (®), double slips (), raucous motion (+), multiple slips (X), S-motion (@), multiple flyback (A), unclas-
sified (). The upper two black lines delineate the approximate Helmholtz region in the measured data, and the lower black line
shows the approximate boundary between double-slip and multiple-slip motion. To aid visual comparison these lines are also

added to the simulated Schelleng diagram.

each bridge force waveform. The original aim of a Schel-
leng diagram is to investigate the minimum and max-
imum bowing force that can sustain Helmholtz motion
[51, 52], but here the diagrams are primarily a means
of testing how well the model predicts the steady-state
behaviour observed in the experiments. With that in
mind, the fact that the specific bow velocity and bow-
ing force signals differ somewhat from those applied in
previous studies [51, 52], should be noted but is only of
secondary importance.

The classification procedure detects six distinct
regimes. These are listed with example waveforms in
Figure 11. The algorithm is the same as used in a pre-
vious study [49], which was based on the methodology
developed by Galluzzo [9]. One difference with [49] is
that small-amplitude regimes that do not closely resemble
any of the six types listed here are assigned as “unclas-
sified”. This “none-of-the-above” category includes con-
tinuous and irregular slipping as well as regular slipping
patterns featuring strongly rounded corners.

The measured and simulated Schelleng diagrams are
compared in Figure 10. With the chosen model parame-
ters the Helmholtz region is reasonably well matched by
the simulation, reproducing even some of the Helmholtz
patchiness in the vicinity of the minimum bowing force
line. The boundary between double slips and multiple
slips is also similar except at very small bowing force
values, while S-motion correctly occurs for xy/L values
between 0.15 and 0.2. However, S-motion is exhibited at
lower bowing force values than with the measurement.
This deviation is perhaps not that surprising given that
whether or not any of the patterns that Raman referred
“higher types of motion” [2] is triggered is highly depen-
dent on the specific conditions. On inspection of the
waveforms in this region of the Schelleng plane, the dif-
ferences between measurement and simulation are often

® Helmholtz motion/\/\/WV

multiple slips /\/VVVM/VV\/V\/V\/\/\/‘/\/WV\/V\,
A multiple flyback WWWWW

e et e

Figure 11. Example bridge force waveforms for six oscillation
regimes.

%  double slip

@  S-motion

raucous

very small, just falling on either side of a classification
boundary. The other main difference is that in the lower-
left corner of the Schelleng plane, the simulation pro-
duces waveforms that are less easily classified than those
driven by the robot arm. Overall the indications are that
the match between experiment and model deteriorates at
small bowing forces.

3.2.3 Further measures

The Schelleng diagram comparison in Figure 10 pro-
vides a direct sense of how well the model predicts the
steady-state regime that is sustained for a given set of
bowing parameters, but some detail may be obscured
due to the classification coarseness. This motivates addi-
tional unpacking of the differences, here via four fur-
ther measures: the mean (in N), the root mean square
(RMS) about the mean (in N), the fundamental frequency
(in Hz), and the power-weighted spectral centroid (in Hz),
each of which can be loosely related to a perceptual
attribute. That is, the mean force provides a measure of
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Figure 12. Further measures of the bridge force signal in the Schelleng plane. Top row: measurement. Bottom row: simulation.
In both rows, the grey-coloured areas in each third plot indicate that the calculated fundamental frequency lies above 101 Hz in
that region of the Schelleng plane, which includes all cases of raucous motion. In the fourth panel on the top row, grey-coloured
areas indicate a spectral centroid larger than 1000 Hz, which occurs due to noise contamination.

the effort required to move the bow with constant velocity
vp = 0.1m/s in the presence of the friction force, while
the RMS gives a rough indication of the amplitude of the
fundamental of the tone produced. The fundamental fre-
quency is a good estimate of the perceived pitch, and the
spectral centroid provides a first indication of the tone’s
brightness.

Figure 12 compares the model with the measurement
in the Schelleng plane across these four measures. The
vertical stripes visible in the fundamental frequency plot
for the measurement (third panel in the top row) are not a
feature of bowed-string dynamics but rather a reflection
of the fact that the string was automatically re-tuned
after each set of 40 experiments carried out for a spe-
cific bow-bridge distance. Because the system can tune to
about +0.5 Hz accuracy, these variations per Schelleng-
plane column occur, alongside further small detuning
ocurring across any of the sets of 40 experiments. The
blue zones in both of the fundamental frequency plots
indicate pitch flattening, which as expected occurs just
below the maximum bowing force boundary [49, 53, 54],
although not quite to the same extent. Another strik-
ing aspect is the speckledness in the plots of the RMS
and spectral centroid of the measured bridge waveforms,
which is not fully replicated by the model. This illus-
trates the sensitive dependence of bowed strings to the
conditions (e.g. the material distribution of rosin accros
the interfacial layer), that cannot be fully controlled in
the experiments. A further anomalous feature of the
measurement data is noise contamination, leading to a
poor signal-to-noise ratio in the lower-left corner of the

Schelleng plane, which is the main cause behind the
higher spectral centroid in that region.

Beyond these initial observations, the model largely
produces very similar patterns, with one exception: the
model predicts a larger mean value at the upper bow-
ing force range. Potentially this could be an indication
that the assumption of the effective thermal contact area
being proportional to the bowing force breaks down in
this region of the Schelleng plane. An alternative expla-
nation is that the simplified, non-convolutional way that
heat conduction has been modelled is not sufficient for
accurate prediction at the upper edges of the Schelleng
plane.

3.2.4 Model without the Stribeck effect

As seen in Section 2.7.2, the proposed model naturally
produces rapid transitions from sticking to slipping, even
for the case pg = ps, in which case there is no Stribeck
effect in pg, (v). A question then arises on whether there
is a need for including a velocity-dependent curve in the
expression for the friction force, which in [13] is consid-
ered as an ad-hoc modification of the original thermal
model motivated purely by attempting to overcome that
model’s inability to reproduce fast transitions. Hence it
is of interest to assess how well the thermal elasto-plastic
model can predict oscillation regimes for the special case
Hd = Hs-

Figure 13 shows the Schelleng diagram for pq = pus,
with three further friction parameters (ya, 7y, and b;)
re-tuned. The match is only slightly worse than before,
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Figure 13. Schelleng diagram as predicted by the model with
ta = ps. The model parameters are as listed in Table 1, except
for four friction parameters: pq = 1.05, yo = 0.3, 7, = 35,
and br = 0.2. As in Figure 10, for easy comparison the black
lines mark the boundaries observed in the measured Schelleng
diagram.

which suggests there may be scope for advancing the pro-
posed model without incorporating the Stribeck effect,
instead seeking to improve the predictions by adjusting
other aspects (e.g. the heat balance equation).

3.3 Discussion

It is worth highlighting that to obtain a decent predic-
tion of the Helmholtz region, the friction parameters were
set and adjusted by checking how the resulting bridge
force waveforms visually compare to measured bridge
force signals, i.e. a subset of the same data that the model
output is validated against. Ideally, the parameters of a
physical model are determined via independent measure-
ments. This is relatively straightforward for the string
parameters, but setting the friction parameters is much
more challenging, leading to uncertainties around any set
of values arrived at by tuning within physically plausible
ranges.

Woodhouse and Galluzzo [13] address this calibration
question by (1) forcing their model to have steady-sliding
behaviour that matches the experimental results with
a rosin-coated rod on a perspex wedge, and (2) deriv-
ing an additional friction curve that fits scatter data
inferred from the force drop at the first slip across a
large batch of measured bridge force signals. In the lat-
ter, an assumption has been made that the contact tem-
perature (referred to as the “crossing temperature” in
[13]) in all the first slips is roughly the same, regardless
of the relative velocities involved; it is not clear though
to what extent this actually holds. Nor is it straight-
forward to assume that steady-sliding experiments with
rosin-coated bow on an immobilised string would yield the

same steady-sliding friction curve found in [8]. Moreover,
as explained in [14], for the simulation calibrated in this
manner to work as planned the contact temperature has
to be artificially held at the crossing temperature until
the first slip, which is inconsistent with the underlying
model.

In other words, this set of calibrations also leaves some
uncertainty about the validity of the model and of the val-
ues of the friction parameters. As a result, for both the
enhanced thermal model and the thermal elasto-plastic
model it can be difficult to attribute observed discrepan-
cies to specific model limitations. The implication is that
to advance bowed-string modelling, different and better
calibration experiments will likely be required.

There are however already some clues among the cur-
rent findings about possible directions in which the pro-
posed friction model will need to be further developed
before it can be adopted as a reliable tool for predict-
ing the oscillations of bowed-string instruments. These
include discrepancies in the Schelleng diagram at small
and large bowing forces, which appear not to be co-
addressable by altering the model parameters. A plau-
sible explanation would seem that this is due to the non-
convolutional form of the heat balance equation, which
will likely need refined in order to better capture the
thermal dynamics, ideally still arriving at a continous-
domain form that affords proving solution uniqueness;
further scrutiny of the relationship between contact area
and bowing force may also be warranted. The validation
of any such refinements would be greatly helped if further
experiments could also measure temperature at or near
the frictional contact area.

The deeper general issue is that bow-string friction is
in essence a multi-scale modeling problem in which the
dynamics of the string is governed by behavior occur-
ing at a length scale much smaller than its dimensions.
The micro-scale behaviour is subject to various mate-
rial aspects including surface roughness, contamination,
and temperature; uncertainties and challenges thus typ-
ically arise around determining how the parameters of
a macro-scale friction model depend on these conditions,
which may vary per experiment and even during an exper-
iment. In addition, a bowed string exhibits “twitchy”
behaviour suggesting it operates at the edge of chaos,
which presents further complications when attempting to
conduct rigorous calibration and validation. These factors
make the long-term aim of a bowed-string simulation that
can accurately predict both transient behaviour and oscil-
lation regimes a particularly challenging musical acoustics
problem.

4 Conclusion

The proposed friction model incorporates two phe-
nomena that introduce frictional hysteresis, namely ther-
mal effects and elasto-plastic behaviour of the rosin. The
thermal effects strongly influence the system dynam-
ics during gross sliding, while explicitly modelling the
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rosin deformation enables transitions between sticking
and slipping that are physically plausible in terms of their
rapidity and smoothness. As such, the gap between
thermal models and elasto-plastic models developed for
bowed-string simulation has been substantially narrowed,
opening up new avenues for exploring the acoustics,
playability, and sound synthesis of bowed-string instru-
ments.

The variation of the contact temperature has been
modelled with a simplified heat balance equation, while
the effect of the temperature on the friction coefficient
was defined with a closed-form expression featuring three
parameters. These two definitions were taken as the start-
ing point for deriving a co-parameterised steady-state
friction curve and Stribeck curve; the latter is required
in the calculation of the friction force. The model was
shown to be guaranteed passive and the equations were
shown to always have a unique solution. Hence hysteresis
arises naturally from the system equations in the pro-
posed approach, which as such side-steps the need for
imposing hysteresis rules.

The validity of the friction model was tested by com-
paring bridge force waveforms predicted by a modally-
expanded bowed-string simulation with those obtained
via measurement with a cello string. Using a steady-state
bow velocity of 0.1m/s, these validations were carried
out across a dense range of bowing force and bow-bridge
distance values. For the chosen set of friction parame-
ters, the model was shown to provide a reasonably accu-
rate prediction of the Helmholtz region in the Schelleng
plane. Further promising findings include that the bound-
ary between double and multiple slipping partly matches
with the experimental findings and that S-motion occurs
in approximately the correct region in the Schelleng dia-
gram. The Schelleng-plane comparisons also hold up quite
well in terms of further measures such as the RMS and
the spectral centroid. In addition it was shown that the
friction parameters can be slightly adjusted to render a
decent Schelleng diagram match for the case of defining
the steady-state coefficient of friction as decreasing with
temperature but not with velocity; this special case rep-
resents an alternative approach to addressing the main
shortcoming of the original thermal model as identified
in [13].

Further insights into steady-state behaviour can be
obtained by conducting similar comparisons for dif-
ferent steady-state bow velocities. More pertinently, a
fuller understanding requires investigating the model’s
ability to predict transients, which is usually assessed
by comparing Guettler diagrams [12, 14]; work in
this direction stands to be reported in [55]. In addi-
tion, it would be helpful to conduct parametric stud-
ies to gain further insight into sensitivity of the
oscillatory behaviour to value changes in each of
the friction parameters. However the authors’ expec-
tation is that advancing the friction model to bet-
ter capture the entire dynamics will also require new
experiments for improved calibration of the friction
parameters.
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Appendix A

Assuming a circular contact area of radius r., the heat
balance equation for a point-bow is given in [8] as

fotiss(V) v = prAcdicidiT + vredepeceT

¢
+/ g(t —tHr(t"yat', (A.1)
— 00

where g(t) = ¢1(¢t) + g2(¢) is a sum of two Green’s functions,
associated with heat conduction into the stationary surface
(string) and the moving surface (bow hair), respectively. The
first term on the right-hand side represents heat absorption,
and the second term models advection. Under steady sliding,
this becomes

Jottss(V) v = vredrprceT + T Ackieq | %,

where the square-root originates from truncating g2(¢) to
account for the bow hair representing a moving surface, while
the conduction into the string vanishes due to the reduced
dimensionality of the employed heat equation (e.g. radiative
loss is neglected)[8]. This means that this model predicts
that there is zero heat flux into the string under steady-state
conditions.

For the point-bow version of the model proposed in the
current study, spatially integrating (28) over B amounts to
multiplying with W, If the formulas in (23)—(25) are applied,
the heat balance for steady-state friction with v > 0 can then

be written as
jor | 20 | Ke
"ValeD 'l |

where the proportional relationship fy = A7y /r was used. In
our model, the logical replacement for “average transit time”
8rc/[3mv] that holds for a circular contact area as assumed in
[8] is lc/[2v]. Taking this replacement into account, equation
(A.3) mirrors (A.2) but with the advection term replaced by
velocity-independent conduction. Since both terms are typi-
cally far smaller than the velocity-dependent conduction, the
friction model can be said to be qualitatively similar to the
model proposed in [8] in terms of steady-state behaviour. More
generally, when applying (23)—(25) to define the heat-balance
coefficients, equation (22) can be written as

(A.2)

Sopss(v)v = TAc (A.3)

/

Pr
— 2l |v| le
Qf = pe0elc O T + KT D, TR (A.4)
Ty e

where p, is the mass per unit length of the rosin within the
contact layer.

Appendix B

Writing (28) as

[bT\/v/Fb n cT] T = pes(7) 0, (B.1)
we may find v directly from 7 as
2
oo Lo V272 4 der T (T) By (B.2)
Fy 2pts5(7)

The other way around is more difficult. We may write (B.1)
as a nonlinear equation in 7:

Far(7) = pss(T)v — [bT«/v/Fb T CT] =0,

which for a given v can be solved with Newton’s method. The

[b,m + CT] , where

[Baya — p] [7/7a)* " <0 (B.4)
Té {1+ [r/m]é} ' .

(B.3)

derivate is O, fn = Or tss —

a—r Mss =

Appendix C

In this appendix we seek to derive the stress-strain curve
underpinning the thermal elasto-plastic friction model. After
multiplying (9) with F,o0 the following form is found:

O F = Fyoov |1 — a(F/[Fvoo],v, T) (C.1)

.
Fy(v,7) ]’

where Fi(v,7) = Fp y(7) psee(7) is the steady-state version
of the friction force per unit length previously expressed in
equation (26). Consider now that s is the mean strain over
the arc of contact while F/I. is the mean shear stress. Using
the chain rule and assuming v &~ 0:s one obtains

0sF = Fyoo |1 — a(F/(Fvo0),v,T) , (C.2)

_F
Fy(v, 1)

which describes a (distributed) visco-elastic stress-strain rela-
tionship. Note that in the elastic (pre-sliding) region, where
a =0, we have 9;F = 0,F = F,00, which aligns with inter-
preting z as the pre-sliding shear deformation of the interfa-
cial rosin layer. For the simplified case without a purely elastic
region, no Stribeck effect, and no temperature factor we have
that a(z,v,7) = 1, ustr(v) = ps sgn(v), and y(7) = 1. Equation
(C.2) then reduces to the hysteretic curve that Dahl originally
used as a starting point to derive his friction model [35]. Anal-
ogous to that derivation, the term Fy (v, 7) can be interpreted
as the force per unit length at which the material yields.

Appendix D

In this appendix it is shown that U; ;(z;,v;, Fb, 7;) is Lips-
chitz continuous with respect to 7;. For notational convenience
the subscrips j are dropped, so the function to be examined

is
0, if v=0,

U(z,0,7) = { a(z,v,7)v

2s(V, T)

, otherwise. (D.1)

The norm of an arbitrary M-element vector r is defined as
|r| = VrTr. For the purpose of analysing Lipschitz continuity
with respect to 7, the variables z and v can be considered
as fixed. It is straightforward to show that y(7) is Lipschitz
continuous with respect to 7 and therefore the same holds for
zes(7). For zv < 0 we have that a(z,v,7) = 0, so only the case
zv > 0 has to be analysed. Consider v to be bounded by some
finite value B,, which was established in Section 2.5, and let
71 and 72 be two solutions with the same initial condition.
Using the shorthand notations

nz(7'177'2) = |ZSS(U77-1) - Zss(v77—2)‘7 (DZ)

no(T1,72) = |0m (2,0, 71) — Om (2,0, 72), (D.3)
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it then holds that

ne(m1,72) = |¥(z,v, Fp, 1) — ¥(u,v, Fy, 72)|
v

< m‘a(zﬂhﬁ) —a(z,v,m2)|
|’UHO‘(Z,U7T2)‘

|zss (v, T1) zss (v, T2

)| nZ(Tlv TQ))

2
< B, |:7TO'()7’L<1>(T1, T2) Uonz2(7'127 7'2)] 7 (D.4)
2Yapta Yalrg
where we have used that
yaﬂd Ns
— < |zss(v, < =, D.5
0 Jou(v, )| < 22 (05)

which follows from (10), (32) and (30). Establishing the final
inequality in (D.4) also relies on the Lipschitz continuity
of the sin function with a Lipschitz constant equal to 1,
ie. [sin(50m(z,v,71)) —sin(F0m(z,v,72))| < 5l0m(2z,v,71) —
O (z,v,72)|. Further, we have that

no(71,72) = |0m(2,v,71) — O (2, v, 72)|
12| = 2ba|ns(11,72))
= |(lzss (v, T1)| = 2ba) (J2ss (v, T2)| — 2ba)]

Us/ 00 — Zba

< " . (11, T2). D.6
= (Yaltd/o0 — 2ba)? (71,72) ( )
Substituting back into (D.4) yields
ny (11, 72) < By Cnz(71,72)
< B, CL.|11 — 72|, (D.7)

where L. is a Lipschitz constant of zs(v, 7) with respect to 7
and

2
O | T T #s/00 = 2ba +(UO>}>0. (D.8)

" | yapta 2 (Yapta/o0 — 2ba)? Yalld

Lipschitz continuity thus holds for y, > 0, in which case C is
a finite positive scalar.
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